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TECHNIQUES FOR ELIMINATING BASEBAND VOICE
INTERFERENCE WITH TELEMETRY FOR THE
APOLLO COMMUNICATION SYSTEM

By G. Dickey Arndt, Sidney W. Novosad, and Robert J. Panneton*
Manned Spacecraft Center

SUMMARY

The Apollo unified S-band communication system has several phase-modulation
modes containing baseband voice and a 1. 024-megahertz telemetry subcarrier. It was
noted early in the Apollo Program that the present demodulation process, which uses
nonlinear quadrature phase detection, can produce severe telemetry degradations
caused by voice interference.

This report presents the results of investigations into possible demodulation
techniques for eliminating the telemetry data degradations caused by baseband voice.
Emphasis is placed upon developing techniques which use present Manned Space Flight
Network equipment and, consequently, require only small modifications to the ground
stations.

Two methods, which effectively linearize the demodulation process by reducing
the voice modulation index, can be used to reduce the nonlinear demodulation terms
causing telemetry interference. The methods use (1) a negative feedback loop (con-
sisting of a loop filter, amplifier, and phase modulator) which is incorporated around
the existing Manned Space Flight Network wideband phase detector or (2) a frequency-
modulation demodulator (with subsequent integration) preceded by a composite filter
which consists of three high-Q band-pass filters in parallel. These methods can pro-
duce significant improvements in telemetry performance in the presence of excessive
voice interference.

The negative feedback loop allows the voice frequency components appearing at
the phase-detector output to phase-modulate the phase-detector reference signal. This
negative feedback action compresses the voice modulation index and effectively elimi-
nates degradations in telemetry data in lunar module modes 4 and 8 and command and
service module mode 8. In addition, the feedback action eliminates degradations in the
biomedical-subcarrier data in lunar module mode 8.

*TRW Systems Group, Houston, Texas.



The frequency demodulation technique uses either high-Q helical resonators or
crystal filters for predetection filtering. A 15-decibel reduction in the required input
signal power of the frequency demodulator obtained with the filtering technique enables
the telemetry signal to be detected ''linearly'' with minimal degradation below the
frequency-modulation threshold. The frequency demodulation technique reduces voice
interference for 1.6- and 51. 2-kbps telemetry data. However, biomedical data cannot
be detected using this scheme.

The negative-feedback-loop technique is recommended for implementation into
the Manned Space Flight Network receiving equipment. The telemetry bit-error-rate
performance (when using this method) is superior to that obtained from the frequency-
modulation detection scheme. Low cost, ease of implementation, and lack of opera-
tional switching requirements are especially desirable features of this technique.

INTRODUCTION

The Apollo unified S-band (USB) communication system has several down-link
phase-modulation (PM) modes containing a 1. 024-megahertz telemetry subcarrier and
backup (baseband) voice. These modes have low-bit-rate telemetry (1.6 kbps) biphase-
modulating the 1. 024-megahertz subcarrier, which is summed with the baseband voice
to phase-modulate the down-link S-band carrier. Serious degradations occur in the
performance of the telemetry channel of the lunar module (LM) down-link PM modes 4
and 8 and the command and service module (CSM) down-link PM mode 8 during periods
of speech transmission. The information channels of the LM and CSM modes under
consideration are given in the following section. The telemetry degradation is caused
by incompatibility between the spacecraft signal design and the demodulation charac-
teristics of the ground-station receiver.

Tests conducted at the Manned Spacecraft Center (MSC) Electronic Systems Com-
patibility Laboratory (ESCL) indicate that high telemetry bit error rates occur because
of backup-voice interference with the 1. 024-megahertz subcarrier data. The bit error
rate (BER) is a function of the backup-voice modulation index and the ground-receiver
carrier-tracking-loop (CTL) bandwidth. The interference problem is severe when the
wide-loop bandwidth (700 hertz) is used; however, lower voice indices will reduce or
eliminate the interference problem, regardless of the CTL bandwidth selected. The
modulation index for the backup-voice channel in the CSM communication system is
low enough to prevent 1. 6-kbps telemetry interference, provided the ground receiver
uses the proper CTL bandwidth (50 hertz). However, the voice modulation indices for
LM modes 4 and 8 are high (above 1. 3 radians) for most of the production LM vehicles.
Severe telemetry degradation can be expected during voice transmission with these
high indices.

The most straightforward solution for improving the telemetry performance of
LM modes 4 and 8 is to modify the spacecraft to reduce the voice modulation index.
However, the cost and schedule impacts associated with the required spacecraft modi-
fications were deemed too severe by the MSC LM Configuration Control Board (CCB)
in June 1968. At that time, it was decided that telemetry degradations would have to
be tolerated during speech transmission because no practical solution for eliminating
the interference was known to MSC or to Goddard Space Flight Center (GSFC).



The purpose of this report is to present the results of further investigations con-
ducted by the MSC Information Systems Division (ISD) into possible demodulation tech-
niques for eliminating the data degradations. Two methods, involving relatively minor
modifications to the ground-station receivers, have been tested successfully in the
ESCL. These methodsuse linear phase-detection schemes, which include (1) an exter-
nal negative feedback loop (consisting of a loop filter, amplifier, and phase modulator)
incorporated around the existing Manned Space Flight Network (MSFN) wideband phase
detector and (2) a frequency-modulation (FM) demodulator preceded by a parallel bank
of narrowband band-pass filters. Both techniques eliminate telemetry interference by
effectively reducing the voice modulation index in the demodulation process. Theoreti-
cal analyses and experimental verification of the two methods are presented in this re-
port. The advantages and disadvantages of each technique are discussed, considering
ease of implementation into existing MSFN equipment and possible operational con-
straints. It is recommended that one of the two techniques be implemented in the
MSFN stations in time to support the later lunar-landing missions.

A list of the symbols used in this report is given in appendix A.

The authors wish to express their appreciation to W. B. Warren of TRW Systems
Group, Houston, Texas, for the design of the phase modulator in the negative feedback
loop; to B. H. Batson of MSC for helpful discussions on the voice interference; to
P. I.. Harton, J. A. Webb, and M. W. Jones of Lockheed Electronics Company,
Houston, Texas, for the design and fabrication of the crystal filters; to C. V. Hill of
Lockheed Electronics Company, Houston, Texas, for his suggestions on the simplified
phase-cancellation technique; to W. L. Snyder and G. C. Fajardo of Lockheed Elec-
tronics Company, Houston, Texas, for the fabrication and tuning of the helical resona-
tors; and to J. W. Seyl and B. G. Smith of MSC for their contributions in the ESCL
tests.



INFORMATION CHANNELS OF SELECTED LUNAR MODULE AND COMMAND
AND SERVICE MODULE DOWN-LINK PHASE-MODULATION MODES

Service or information

LM to MSFN down-link

1. 6-kbps telemetry

Hard line biomed
Extravehicular communi-
cations system (EVCS)

1. 6-kbps telemetry

Carrier
combination
4 Carrier:
Backup voice
8 Carrier:
Backup voice
8 Carrier:

Backup voice

CSM to MSFN S-band down-link PM combination

Modulation technique

PM combinations

PM on carrier
Pulse code modulation
(PCM)/PM/PM

PM on carrier
PM on carrier
PM on carrier

PCM/PM/PM

PM on carrier

1. 6-kbps telemetry

PCM/PM/PM

Subcarrier
frequency,
kHz

1024
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PRESENT MANNED SPACE FLIGHT NETWORK DEMODULATION SCHEME

The MSFN stations use a phase-lock, double superheterodyne receiver for de-

tecting the S-band signals (fig. 1).

A long phase-lock-loop (PLL) configuration is used

in the receiver to provide coherent detection; that is, the coherent reference (as de-
rived in a narrowband CTL) is applied as the local oscillator signal into the first mixer

rather than into the wideband phase detector.

The 10-megahertz reference for the

wideband phase detector is derived from a crystal oscillator which also provides the
reference for the CTL phase detector.

Ipput | Biomedical subcarrier B
signal | PLL demoduftators |
| 1| r— """ "—"— - - - 1, 3.9 !
- - | | - PLL
. 50-MHz 10-MHz Band- } | . |
A : asrgp:\?!}i{ezr ik distribution L ﬁ:g},— pass || "hase "arr\nll?ﬁ? ! ! e |
| I amplifier amplitier IT limiter | | detector phtter 1 5.4 |
|
| _ | 10-MHz reference L kHz l
| 10-MHz reference | {from crystal I |
I 20-MHz | I 1.35 P '
B LL
| m 2 crystal oscillator 3 || oscillator) | : kHz |
: —————"Backp | ] Wideband phase demodulator | | 05 |
voice - - - - - _ _ ul y PLL |
3-kHz | kHz
: low-pass ! | 4.5 l
|| Receiver Carrier- filter Narrow- ] P —— — — = | KHz PLL l
oo tracking- band phase [* timiter| | | | !
| loop lilter detector | | | Predetection |
| | I filters {for LM mode 8) |
| {50, 200, and 700 Hz) ; btz b ——— —
X nd-pass|
L _ _ _ __ | _ _ _Carrierphasedemodulator opa Telemetry subcarrier phase demodulator |
filter |
= i ——————————————— m i |
| | | 150-kHz Band-pass Data Video |
. | O->{band-pass—O Jimiter phase ==, otifier[ "

} Filter | | filter ! detector |
| |
o I f |

| | P—— = — = - Loop Loop 1.024-
. ) Phase Loop Output | x2 = phase fiter Ll MHz | |
: Limiter I e T ng filter amplifier —l—‘l | l detector amplifier vCo |
| i | | |
I | | x2 |
I 170-MHz vCco l | 6-kHz |L I
| SCW”S'?' F pand-passp—— — — — — T — — — — — — — =~ — — —
oscillator filter Telemetry subcarrier phase demodulator |

! | 11

L Carrier frequency demodulator ] I |
———————————————— | 150-kHz Band- Data Video |
O-{pand-passt—0O pass phase  f—e-| Nl S——
| tilter limiter detector amplifier |
I |
I Y i

L Loop Loop 1.024-
——— x2 phase | filter MHz — |
| detector |  {amplifier o) |
L - b ] |

x2

Figure 1. - Block diagram of the phase-modulation and the frequency-modulation
channels in the Manned Space Flight Network ground-station receiver.



The narrowband phase detector within the CTL demodulates the baseband voice
signal, and the voice is taken out through a low-pass filter prior to the loop filter. The
CTL has three possible filter bandwidths: 50, 200, or 700 hertz. The 50-hertz loop
bandwidth position is the normal operational configuration when the spacecraft is at
lunar distance, and the 700-hertz loop bandwidth position is designed for use during
earth orbit.

The biphase-modulated 1.024-megahertz telemetry subcarrier (after removal
from the 10-megahertz intermediate frequency (i.f.) by the wideband phase detector)
is demodulated in a PLL demodulator. The phase reference for demodulating the sub-
carrier is derived in a squaring loop. The reference signal and the telemetry sub-
carrier are routed into a balanced detector, with the resultant PCM bit-stream output
being routed to a bit synchronizer and matched filter.

It has been shown mathematically that a linear phase-detection scheme should be
used instead of the nonlinear quadrature product detector for the Apollo signal combina-
tions containing baseband voice and telemetry (ref. 1). The deficiencies in such a prod-
uct detector can be seen from the following development. The MSFN phase -detection
scheme can be represented as shown
in figure 2. The input signal
sin [ w b+ (Pv(t) + QDTM(t)] has phase | Km

sin ot + o, + "m‘“]

Low-
> pass =t
filter

modulation caused by the baseband voice
(bv(t) and the telemetry subcarrier

qDTM(t). The quadrature reference cos o

cos wct is derived from a crystal oscilla-

tor in the receiver. The phase detector

has a sensitivity of Km V/rad. Figure 2. - Functional representation of the

Manned Space Flight Network wideband
phase detector.

The output voltage EO, after filtering by a low-pass filter, may be written as
follows.

1 .
Eo =5 K_ sin [qbv(t) + ¢TM(t)] (1)
The baseband voice modulation ¢>V (t) can be represented as
NORY-RN0 2)

where ,BV is the peak phase deviation of the voice signal and fv (t) is the time wave-

form of the voice signal. (The backup voice is clipped 24 decibels for LM mode 4 and
CSM mode 8, resulting in a near square-wave waveform with random transitions. The




speech information is preserved in the zero crossings of the waveform. ) The telemetry-
subcarrier phase modulation ¢TM (t) may be written as follows.

sin (w t+

™" ~ ) ®)

ol 2

Srm® =Py

where BTM is the telemetry-subcarrier modulation index, is the telemetry-

w

™
subcarrier frequency, and +7/2 represents the biphase modulation on the subcarrier.
By substituting equations (2) and (3) into equation (1) and expanding the resultant with
Bessel functions and trigonometric identities, the output voltage may be rewritten as
follows.

n==

JO(BTM) +2 ; Jzn(BTM>cos |:2n<wTMt + %)]

Eo(t) = % Km sin [viv(t)]

+ % Km cos ['viv (t)] (4)

2 iJzn_ 1(’8TM> - sin [(Zn - 1)<wTMt + %)]
n=

By considering only the signal components passed by the band-pass predetection filter
in the telemetry-subcarrier demodulator, the telemetry voltage at the output of the
wideband phase detector is

E ) (5)

[\ ]

OTM(’c) =K, cos [viv(t)] J1<BTM) sin <wTMt +

If fv(t) is a square wave, that is, the voice signal is infinitely clipped, then
fV(t) ==+1 (6)

Equation (5) can be rewritten as follows.

E, =K_ cos (BV)JI(BTM)sin (wTMt + %) (N



which indicates that the backup-voice signal attenuates the telemetry subcarrier out of
the phase detector. The amount of attenuation is dependent upon the modulation index
of the voice. As the voice index increases toward 7/2 radians, the amplitude of the
telemetry subcarrier is reduced, thereby increasing the effects of noise. Thus, a
square wave will reduce the 1. 024-megahertz subcarrier amplitude by a constant fac-
tor but will not produce any direct voice interference in the telemetry spectrum. How-
ever, under actual operating conditions, the 24-decibel clipped voice will not be a
square wave. Thus, there will be intermodulation products between the baseband
voice signal and the 1. 024-megahertz subcarrier which cause direct telemetry inter-
ference. From a power Series expansion of the voice signal, cos[B f (t)] can be
written as follows. vy

B
cosliﬁva(t)]:I— "‘_’ gy (8)

Substitute equation (8) into equation (5) to obtain the output telemetry signal as follows.

2, 2 4, 4
B, I, ) Bt ()
[‘ ar '] ©

EOTM(t) = K 91 (Pppp)sin (‘”TMt * %)

The telemetry interference terms are dependent upon the even-ordered powers of the
voice signal. Any reduction in the voice modulation index results in a reduction in
voice interference with the telemetry signal, as seen from equation (9).

Previous experimental results for LM mode 4 (fig. 3) indicate that a voice index
of less than 0.9 radian is needed to limit telemetry channel interference to a level that

would enable the 10_4 BER requirement to be met at the expected lunar-distance radio-
frequency (rf) level. The voice modulation index of 1.3 radians (representing the ex-
pected value for the LM lunar-mission spacecraft) yields totally unacceptable telemetry
performance. The voice interference is increased drastically for LM mode 8 (fig. 4).

The present MSFN product phase detector does not perform satisfactorily with
the high voice modulation indices (figs. 3 and 4). The total effective phase deviation
(which, for LM mode 8, includes contributions from the biomedical subcarriers, in
addition to those from the baseband voice and the telemetry subcarrier) exceeds the
linear range of the phase detector. However, the linear range of the detection scheme
can be improved by using negative feedback to track out the voice modulation. Nega-
tive feedback, which effectively reduces the voice modulation index, forms the basis
for the two solutions proposed in the following discussion.
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LINEAR DETECTION USING PHASE-MODULATION DEMODULATION
WITH NEGATIVE FEEDBACK

In the previous section, it was shown that if a composite modulated signal
ERF = A sin Euct + viv(t) + BTM sin (wTMt + §):l (10)

is demodulated by using a quadrature product detector, sidebands caused by the base-
band voice signal £, (t) will appear about the telemetry-subcarrier frequency w

T™M'
The voice sidebands about the WM term cause degradation in the telemetry BER
performance.
If a linear phase detector were used, the detected output signal would be
. i
E, = 81, () + By, Sin <wTMt +5) (11)

where the output telemetry spectrum contains no sidebands caused by backup voice.
Thus, a linear detection scheme is required to eliminate the possibilities of telemetry
BER degradation caused by backup-voice interference. However, preliminary investi-
gations of a linear (zero crossing) phase detector indicated that poor demodulation per-
formance could be expected at the low-input signal levels in the MSFN receiver. Also,
it is preferable to use existing MSFN demodulation equipment rather than to develop
new equipment at this late stage in the Apollo Program. Therefore, it is desirable to
consider a technique whereby the nonlinear product detector presently used in the
MSFN ground-station receiver can be linearized effectively. The application of nega-
tive feedback is such a technique. One of the results of negative feedback is a reduc-
tion in the effective modulation index of the received input signal. Because the
input-voice-signal phase deviation is compressed, the phase detector will operate over
only a fraction of its original dynamic range, which means that a quadrature phase de-
tector will tend to approximate a linear detector.

A feedback loop is used in the negative feedback technique. The feedback loop
consists of a loop filter, amplifier, and phase modulator; and it encloses the wideband
quadrature phase detector of the MSFN receiver. The method involves controlled
phase subtraction in the path of the reference signal to the phase detector. The overall
effect of the feedback loop is the compression of the backup-voice phase deviation or
modulation index and the linearization of the wideband phase detector.

A linear model for the MSFN carrier phase demodulator with and without the
negative feedback loop is shown in figure 5. When the feedback loop is used, the am-
plified output of the phase detector is filtered by the loop filter which passes only the
backup-voice signal. Then, the voice signal is amplified and used to phase-modulate
the reference signal to the wideband phase detector. The phase-shift network following

10
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Figure 5. - Linear model of the Manned Space Flight Network carrier phase
demodulator with and without the negative feedback loop.

the phase modulator provides the 90° phase shift required for the quadrature condition
between the reference and the input i.f. signals to the wideband phase detector. Be-
cause the reference signal is modulated in the same manner as the wideband-detector
input signal, phase cancellation occurs in the detection process for the low audio fre-
quencies passed by the loop filter. The result is a reduction in the backup-voice phase
deviation or modulation index and a reduction in the amplitude of the voice signal at the
detector output.

The dynamic response of the carrier phase demodulator, both modified (with the
negative feedback loop) and unmodified, is discussed in the following section. The
transfer function of each element given in figure 5 is considered. Linearity implies
that the phase comparator (detector) and phase modulator can be represented by linear
summers, which is valid for small signals. The blocks are identified as follows.

1. The wideband phase comparator (detector) is represented as a summer with
a sensitivity of Km V/rad and with an output voltage of e.

11



2. The video amplifier following the phase comparator has a frequency re-
sponse H2(S) with a constant gain G,.

3. The negative-feedback-loop filter, which has a transfer function FI(S)’ has
a gain constant K1

4. The amplifier driving the phase modulator has a frequency response H (S)
with a constant gain G1

5. The phase modulator is represented as a summer with a sensitivity of K
rad/V.

6. The amplifier following the phase modulator has a frequency response H (S)
with a constant gain G3

7. The phase-shift network at the output of the modification module has a
transfer function FZ(S) and a gain constant Kz.

8. The CTL phase comparator (detector) is represented as a summer with a
sensitivity of K V/rad and an output voltage V &

9. The CTL filter has a transfer function FL (S) and a gain constant KL'
10. The CTL voltage-controlled oscillator is represented as an integrator. It
has a sensitivity of K, (rad/sec)/V.

Consideration of the linearized model for the unmodified carrier phase demodu-
lator (without the feedback loop) leads to the closed-loop transfer response for the
system (fig. 5). From equation (B19) (appendix B)

% | s KF 6) ¢, %
<¢_1> = XmGH @) KF © s+ KF ) Tpﬁ— Ky Fy(8) _¢T (12)
UNMOD

where K = 96KOKLKd Consideration of the linearized model for the modified carrier

phase demodulator (fig. 5) leads to the closed-loop transfer response for the system
with the phase-modulator loop. From equation (B18) (appendix B)

e K_G,H,(S) o KF, () ¢, A®)%,
(@;)MOD =17 Km‘(S)B(s) S+KF ) "STRF )%, T 9, (13)
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where

A®) = K2F2(S)G3H3(S) (14)
B(S) = G2H2(S)K1 F1 (S)GIHI(S)KV (15)

and
K= 96K6KLKd (186)

By comparing equations (12) and (13), it is evident that equation (13) has the

irs 1 . .
additional factor 14 K};;AYgﬁBTST which includes the feedback factor KmA(S)B(S).

Thus
€0
6{

MOD 1

' _'MOD __ _ - . 17)
S F, K, (
<e0> 1+ KszFz(S)GlHl(S)Gsz S KlFl S KV
UNMOD

.

i

when it is assumed that G3H3(S) = 1.

Further insight into the action of the phase detector with and without the feedback
loop may be obtained by assuming that the video and i.f. amplifiers following the wide-
band phase detector and phase modulator, respectively, are sufficiently wideband to
pass all signals without distortion and have unity gain. These restrictions are such
that G2H2(S) =1 and G3H3(S) = 1. Also, it can be assumed that the phase error ¢>0

from the crystal oscillator reference into the phase detectors will approach zero. The
MSFN receivers have static phase-shift networks which are manually adjusted to
enable qbo - 0. Thus, from equations (12) and (13), the responses for the baseband

voice signal and the 1. 024-megahertz telemetry subcarrier are as follows.
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1. Phase detector with the feedback loop — equation (13)

a. Backup voice (voice spectrum is 300 to 3000 hertz)

e K jw
69 "1+K_K.F r(rsl)G’H (S)K. E(F V(s)] (18)
i m 2 2 11 v L

where KIFI(S) ~ 1 and jwv << KFL(S) because K, the loop gain of the CTL, is nomi-
nally greater than 106 (ref. 2).

b. 1.024-megahertz telemetry subcarrier

0
where KmKZFZ(S)GlHl(S)KvKlFl(S) << 1 and ijM > KFL(S).
2. Phase detector without the feedback loop — equation (12)
a. Backup voice (voice spectrum is 300 to 3000 hertz)
e jw
0 \%
a—i = Km WFL S (20)
where jw, << KFL(S).
b. 1.024-megahertz telemetry subcarrier
e
0
Zb_i = Km (21)

where ijM >> KFL(S). A comparison of equations (19) and (21) indicates that the

telemetry subcarrier is unaffected by the feedback loop. However, the backup-voice
signal is reduced by one plus the feedback factor or 1 + KszFZ(S)GlHl(S)Kv when

the feedback loop is used, as seen by comparing equations (18) and (20).
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The feedback factor for the particular loop described in this report is approxi-
— _ mately 12. 7 decibels for the backup-voice frequency range (appendix B).

(#)

MOD _ 1
<e0> 1+ KszFZ(S)GlHl(S)Kv

(22)
P,

Y UNMOD

where the feedback factor KszFz(S)GlHl(S)Kv = 4. 3 (12. 7 decibels) for the frequency

range occupied by the backup-voice spectrum. The feedback factor can be varied by
adjusting the gain G1 of the loop amplifier in the modification module.

Modification Module (Negative Feedback Loop)

As discussed in the previous section, a practical technique by which the MSFN
wideband phase detector may be linearized is to use a negative feedback loop containing
a phase modulator around the quadrature phase detector. This section describes the
modification module or negative feedback loop and its interface withthe MSFN receiver.

A block diagram of the MSFN carrier phase demodulator implemented with the
modification module is shown in figure 6. The module is a self-contained unit which
may be inserted directly into the existing system with no changes required. The de-
tailed schematic diagram of the modification module is shown in figure 7.

r-- - - - - - __ —_ " — —
| 5A315 I Baseband
|| 3.3-MHz . , 10-MHz _ | output
lO-MHzIPM band-pass e Variable | _J10-MHz i.f.] | wideband | _f  Video J (Modulated 1,024-MHz
signa 1 filter attenuator amplifier phase amplifier I telemetry subcarrier
| detector | and reduced backup-
| voice signal}
(5A309) [
| 10-MHz I
| phase- |
shift
| network |
| carrier phase demodulator )\ |
S ||
(5A306) J3
10-MHz
10-MHz reference reference | )6 J1_[Modification| J2
signal *1distribution module
amplifier

Figure 6.- Block diagram of the Manned Space Flight Network carrier phase demodu-
lator implemented with the modification module (negative feedback loop).
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Figure 7.- Modification module (negative feedback loop).

The modification module is comprised basically of a loop filter, a voltage ampli-
fier, and a 10-megahertz voltage-controlled phase shifter. The loop filter and the loop
amplifier condition the output signal of the wideband phase detector. Only the backup
voice is allowed to pass through the loop filter. Then, the filtered signal is amplified
and inserted into the phase shifter as the control voltage. A 10-megahertz reference
signal serves as the input to the 10-megahertz phase shifter. The phase shifter varies
the phase of the input reference signal in accordance with the amplitude and frequency
of the backup-voice control signal. Then, the phase-shifter output is amplified and
routed through a single-stage isolation amplifier. The output of the module is a
10-megahertz signal phase-modulated by the conditioned backup-voice signal. Then,
this PM signal is used as the reference for the wideband phase detector.

The modification module (fig. 7) consists of the following four electronic circuits.
1. Isolation amplifier (emitter follower)

2. Loop filter and amplifier
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3. Voltage-controlled phase shifter
4. Voltage and isolation amplifiers

Isolation amplifier (emitter follower). - The purpose of this circuit is to isolate
the 10-megahertz voltage-controlled phase shifter from the 10-megahertz voltage ref-
erence source. The circuit is called a single-ended complimentary-emitter follower.

Loop filter and amplifier. - The loop filter consists of two resistive-capacitive
(RC) filter sections in cascade. The first RC combination is a dc blocking section,
and the second RC combination is a low-pass section. Together, they form a band-

pass filter with the 3-decibel cut-off points at 0. 03 hertz and at 3.9 kilohertz.

The loop amplifier is an integrated-circuit operational amplifier with negative
feedback and a variable voltage gain from 16.5 to 33. The amplifier frequency response
is flat to 200 kilohertz.

Voltage-controlled phase shifter. - The central part of the modification module is
the phase modulator which can provide a phase shift of approximately + 140° with a low
level of incidental amplitude modulation (appendix C). In this phase modulator, the
signal to be modulated is split into two paths. The upper path has a voltage gain of
one-half and has no phase shift; the lower path has a voltage gain and phase shift which
depend on the reactance of the tuned circuit. The outputs of the two paths are combined
in a difference amplifier in which the output is the desired phase-shifted signal. The
amplitude of the difference amplifier output is independent of the reactance of the tuned
circuit (appendix C). Ideally, the phase of the output signal can vary from -180° to
+180° as the reactance of the tuned circuit varies from highly capacitive to highly in-
ductive. Consequently, varying the resonant frequency of the tuned circuit with the
modulating signal, by means of a voltage variable capacitor, produces a corresponding
phase modulation of the output of the difference amplifier. The phase modulator has a
symmetrical phase-shift characteristic which provides a linear phase shift of +40° and
a total phase swing of + 140°.

Voltage and isolation amplifiers. - A single-stage common-emitter voltage ampli-
fier with current feedback follows the voltage-controlled phase shifter (modulator).
The amplifier has a voltage gain of 3. In cascade with the voltage amplifier is a single-
stage emitter follower which isolates the phase modulator from the phase-shift network
preceding the wideband phase detector.

Experimental Results with the Negative Feedback Loop

This section presents experimental data taken in the MSC ESCL. Tests were
performed to determine the effectiveness of the feedback loop in eliminating telemetry
degradation caused by backup-voice interference. Production LM and CSM spacecraft
equipment, together with an MSFN ground-station receiver and associated demodula-
tion equipment, was used in the tests. The spacecraft-to-ground link was simulated
with a calibrated rf attenuator.

Most of the tests were conducted with the modification module (negative feedback
loop (fig. 7)) connected to an engineering model of the MSFN carrier phase demodulator.
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The engineering model had been built previously to simulate the operation of the MSFN
carrier phase demodulator. The engineering model, which was used because of its
availability for laboratory developmental experimentation, was connected to the limited
10-megahertz output in the MSFN receiver. Comparison tests made with the modifica-
tion module connected to the engineering model phase detector and then connected to
the MSFN wideband phase detector were identical, as indicated by the BER curves
shown in figure 8.

The BER and signal -to-noise ratio
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The BER tests were conducted for 51.2-kbps telemetry, as well as for the
1. 6-kbps data rate. The 51. 2-kbps telemetry tests were performed because a hybrid
communication mode was used often during the Apollo 8 mission. The spacecraft
crewmembers found that it was advantageous to use a mode consisting of backup voice
and 51. 2-kbps telemetry during certain portions of the mission. These two services
minimize the manual switching required in the spacecraft when it is slowly rolling.

The test configuration for obtaining BER curves for the LM communication sys-
tem is given in figure 9. Tests were made with the modification module (negative
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Figure 9. - Lunar module S-band bit-error-rate configuration with and without the
negative feedback loop.
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feedback loop) connected (1) directly to the MSFN wideband phase detector and (2) to the

engineering model phase detector.

For the latter condition, the signal input to the

phase detector was taken from the limited output connector of the MSFN receiver

10-megahertz i.f. amplifier.

The output of the engineering model phase detector was

connected to the PM buffer amplifier, as shown in figure 9 for the MSFN phase detector.

Lunar module mode 4 test results:
Lunar module mode 4 BER curves for
1. 6-kbps telemetry are shown in figure 10
with and without the modification module.
The curves (fig. 10), taken with the re-
ceiver in the 50-hertz carrier loop band-
width, are essentially the same with the
modification module (curve B) and without
the modification module (curve A). These
two curves, when compared to the theoret-
ical data represented by curve C, indicate
that little or no backup-voice interference
is present because no noticeable degrada-
tion exists in the BER performance. (See
appendix D for the theoretical BER calcula-
tions.) The 700-hertz carrier bandwidth
configuration (fig. 10) shows severe telem-
etry degradation without the feedback
loop (curve E); however, little or no degra-
dation exists when the feedback loop is
used (curve D).

In these tests, the MSFN phase de-
tector without the negative feedback loop
showed little BER degradation when the
50-hertz loop filter was used (fig. 10).
Essentially the same demodulation config-
uration using preflight equipment was used
for the data given in figure 3, where
poor BER performance was obtained. The
only significant difference in the two test
setups for generating the data in figures 3

and 10 is in the voice processing in the LM

spacecraft. The LM signal processor
assembly (SPA), used in the second series
of tests (fig. 10), had different automatic
gain-control (AGC) time constants in the
audio amplifiers. Because the telemetry
interference is dependent upon fV (t) (the

voice signal as given in eq. (9)), it is pos-
sible that the voice signal from the recon-
figured LM spacecraft more nearly
approaches a square wave. (It may be re-
called that no voice interference exists if
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fv(t) is a square wave.) However, the voice signal will never be a pure square wave;

and at some higher value of voice modulation index, severe telemetry degradation will
result if a feedback loop is not used.

The most significant improvement in BER performance with the feedback loop is
obtained when 51.2-kbps telemetry is transmitted. From observation of the curves
plotted in figure 8, it is evident that the choice of a receiver loop bandwidth (50 or
700 hertz) or a backup-voice modulation index (BV = 1. 15- or 1. 3-radian peak) does not

significantly affect the results of telemetry performance when using the feedback loop
at the 51.2-kbps data rate (curves A and B). The normal configuration without the
feedback loop shows degraded performance with the 50-hertz loop filter and shows
completely unusable data with the 700-hertz loop filter. Because the performance of
the MSFN wideband phase detector and the engineering model phase detector is equiva-
lent when using the negative feedback loop, no distinction will be made henceforth

between the two detectors.

The destructive effect of backup voice on a received telemetry waveform is shown
in figures 11 and 12. Backup-voice interference with the 800-hertz fundamental of a
1. 6-kbps alternating 101010 PCM/nonreturn-to-zero (NRZ) code format was investi-
gated. A 1-kilohertz low-pass filter was used to filter out the higher order frequency
components of the demodulated code format, leaving only the 800-hertz fundamental.
With no backup voice present, a clean 800-hertz sinusoid was received. The modula-
tion indices used for these tests were ’BTM = 1. 3-radian peak and BV = 1. 0-radian

peak for the telemetry and backup-voice signals, respectively. The S-band rf power

Amplitude, V
Amplitude, V

Time, sec Time, sec

Figure 11. - Fundamental component of a Figure 12. - Fundamental component of a
1. 6-kbps PCM 101010 code demodulated 1. 6-kbps PCM 101010 code demodulated
with the unmodified Manned Space Flight with the modified Manned Space Flight

Network wideband phase detector (the Network phase detector with the feedback
backup-voice modulation index is 1.0-rad loop (the backup-voice modulation index
peak, and the radio-frequency level is is 1.0-rad peak, and the radio-frequency
-124.5 dBm). level is -124. 5 dBm).
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level was -124. 5 dBm, which corresponds to the worst-case expected rf power level
into the MSFN ground receiver. The voice interference to the fundamental of the PCM
code when the composite signal is demodulated by the unmodified MSFN phase detector
in the 50-hertz loop bandwidth configuration is illustrated in figure 11. The elimina-
tion of the backup-voice signal interference through the use of the feedback loop is
shown in figure 12. Excellent improvement in telemetry-signal quality is obtained
when the negative feedback loop is used with the phase detector.

An illustration of the effect of the negative feedback loop in reducing the amplitude
of the detected backup voice at the output of the carrier phase demodulator (using the
50-hertz loop bandwidth) is shown in figures 13 and 14. A low-pass filter was added to
the output of the carrier phase demodulator to filter out the telemetry data, thus pass-
ing only the backup voice. The filtered output of the unmodified wideband phase detec-
tor is shown in figure 13. The voice signal is reduced by approximately 14 decibels
(fig. 14) when the feedback loop is used with the phase detector. Thus, the backup-
voice modulation index has been reduced by 14 decibels through the wideband phase
detector; therefore, a large improvement in telemetry performance should result.

Amplitude, V
Amplitude, V

Time, sec Time, sec

Figure 13. - Backup-voice signal at output Figure 14. - Backup-voice signal at output

of unmodified Manned Space Flight Net- of modified Manned Space Flight Net-
work wideband phase detector (the backup- work phase detector with the feedback
voice modulation index is 1. 0-rad peak, loop (the backup-voice modulation index
the radio-frequency level is -100 dBm, is 1.0-rad peak, the radio-frequency

and the scale sensitivities are 0.5 V/cm level is -100 dBm, and the scale

and 20 msec/cm). sensitivities are 0.5 V/ecm and

20 msec/cm).

Lunar module mode 8 test results: The LM down-link PM mode 8 with the
baseband voice, the biomedical information subcarriers (3.9, 5.4, 7.35, 10.5, and
14. 5kilohertz), and the 1. 024-megahertz telemetry subcarrier (biphase modulated with
1. 6-kbps telemetry) was tested. This mode is designed for use if the 1. 25-megahertz
subcarrier oscillator in the LM spacecraft fails. (Thevoiceand biomedical subcarriers
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are normally frequency modulated onto the

1. 25-megahertz subcarrier.) The baseband

voice signal for LM mode 8 is unclipped and consequently will have different charac-
teristics than the 24-decibel clipped backup-voice signal in LM mode 4. The unclipped
baseband voice should produce more interference components (but of lower amplitude)
in the telemetry spectrum than the heavily clipped backup-voice signal.

The 1. 6-kbps telemetry BER curves
for LM mode 8, using both the unmodified
and the modified phase detectors, are
shown in figure 15. For a receiver loop
bandwidth of 700 hertz, the improvement
in telemetry performance can be seen by
comparing curves C and D (fig. 15). Use
of the negative feedback loop with the
phase detector enables very low BER to
be attained; whereas, leveling off occurs

at a BER of 2 x 10™° for the normal (un-
modified) configuration.

The BER measurements (fig. 15)
were made without the four biomedical
subcarriers because the EVCS backpack
equipment from which these subcarriers
are generated was notavailable. However,
the 14. 5-kilohertz subcarrier is generated
within the spacecraft equipment and is
always present in the LM mode 8 modula-
tion spectrum. An oscillator was used to
simulate the 3. 9-kilohertz biomedical sub-
carrier for the SNR tests in this channel.
If thefour subcarriershad been modulated
onto the S-band down-link carrier, addi-
tional telemetry degradations would have
been expected when the unmodified phase
detector was used. The sum and differ-
ence frequencies of the baseband voice and
the biomedical subcarriers would produce
additional interference components in the
telemetry spectrum.

While LM mode 8 normally has low-
bit-rate telemetry, the feasibility of using
high-bit-rate telemetry was examined
(fig. 16). Curve A (fig. 16) was obtained
by using the modified phase detector. Al-
though a BER test was made for each re-
ceiver loop bandwidth (50 and 700 hertz),
the resultant curves were coincident and
both are represented by curve A. A
marked improvement in telemetry

Bit error rate

1.024-MHz subcarrier modulation index =
1.26-rad peak

Baseband voice modulation index (using
top-dog tape) = 1.1-rad peak

14.5-kHz subcarrier modulation index =

ILLRARL

T

10 0. 26-rad peak
- LM high-power mode 1. 6-kbps telemetry:
B O Curve A: MSFN PM normal con-
B figuration; CTL bandwidth =
B 50 Hz
1072 O Curve B: Modified phase detector

with feedback loop; CTL band-
width =50 Hz

O Curve C: Modified phase
detector with feedback loop;
CTL bandwidth = 700 Hz

T

1073 A Curve D: MSFN PM normal con-
- figuration; CTL bandwidth =
- 700 Hz
=  Nominal case
B W Worst-case rf power level
- received from lunar distance,
0 —— - using omni antennas and
[~ Telemetry high-power mode
™ requirement
L
107
1076 oo W Ny

-130 -129 -128 -127 -126 -125 -124-123 -122 -121 -120 -119 -118
Total-received rf power for a typical
85-ft MSFN station, dBm

Figure 15.- Lunar module mode 8: bit
error rate for 1.6-kbps telemetry (test
numbers TPET-021769-2 (curve A),
TPET-021469-1 (curve B), TPET-
021469-2 (curve C), and TPET-021769-3
(curve D)).
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performance can be obtained with the negative-feedback-loop configuration, as seen by
comparing curve A with curves B and C (taken with the unmodified phase detector).
For the 700-hertz loop bandwidth, the modified phase detector eliminates the "flaring
out" effect caused by excessive bit errors due to baseband voice interference. Without

modification, the best possible BER is 10_4, as illustrated by curve C.

The SNR measurements were made

= in the predetection bandwidths of the 14. 5- f
- 1.024-MHz subcarrier modulation index = and 3. 9-kilohertz biomedical-subcarrier ‘
- 1.26-rad peak o . demodulators (fig. 1) with and without the |
B Batsaet;a)”_dlv‘i'cfagwg;'(at'"” index {using topdog o dification module implemented in the
" 14,5z subcarrier modulation index -0,26-rad  MSFN receiver. The purpose of the tests '
10k peak was to make a qualitative evaluation of the
= LM high-power made 51. 2-kbps telemetry: effects of the negat_lve fegdback on the per-
= formance of the biomedical subcarriers.
B B The 14. 5-kilohertz subcarrier is outside
B © Curve A: Modified the passband of the feedback-loop filter
?:;Z‘;gftfg; rc“ﬂth and should not be affected by the loop. The
1072 bandwidth = 50 SNR test results for the 3200-hertz band-
- and 700 Hz pass filter of the 14.5-kilohertz subcarrier
- OcCurve B: MSFN PM (fig. 17) agree with this conclusion. No
® o normal configura- change occurs in the SNR data when the
® B ﬁ%gz HCTL bandwidth phase detector is modified.
. = Z
103k
= O Curve C: MSFN PM The 3.9-kilohertz biomedical sub-
= [ ﬂgﬂmiliogﬁﬁg{h carrier is within the passband of the
B « 700 Hz feedback-loop filter. The filter cannot
L distinguish between the 3. 9-kilohertz sub-
carrier signal and the narrowband noise
L e O~ — around the subcarrier and therefore re-
= Telemetry requirement  duces both signal and noise. Thus, the
- predetection SNR for the 3. 9-kilohertz
B channel should remain unchanged when the
" <7 Nominal case (-99.7) 'phase detector is modified. However, the
0L ) "SNR in the 800-hertz band-pass filter of
= W Worst-case rf power the 3.9-kilohertz subcarrier channel is re-
= lovel H102.3 duced by approximately 12.5 decibels at
- eived from lunar ]
- distance, using LM the higher total-received rf power levels
~ steerable antenna (fig. 18). As the rf level is decreased, the
B and high-power mode SNR curves with and without the modifica-
wel . o+ v o Y v 4 1 1  tion module gradually converge at an rf
-118 -117 -116 -115 -114 -113 -112-111 -110 -109 -108 -107 -106 level of -120 dBm. Further tests indicate
Total-received rf power for a typical a possible explanation for the significant
85-ft MSEN station, dBm SNR reduction at strong rf levels. The

modified phase detector reduces the base-
band signal and only the quadrature noise
component of the input i.f. noise. The in-
phase noise component which would appear
as incidental amplitude modulation (AM) at
the input to the phase detector is not

Figure 16.- Lunar module mode 8: bit
error rate for 51.2-kbps telemetry (test
numbers TPET-021369-5 (curve A),
TPET-021369-6 (curve A), TPET-
021569-8 (curve B), and TPET-021569-9
(curve C)).
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451 1,024-MHz subcarrier modulation index = 1. 26-rad peak _3.9-kHz subcarrier modulation index = 0.4-rad peak
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O Curve A: MSFN PM normal configuration; CTL Output bandwidth = 800 Hz
35} bandwidth = 50 Hz sl © Curve A: Modified phase detector with feedback foop;

O Curve B: Modified phase detector with feedback loop; CTL bandwidth = 50 Hz

CTL bandwidth = 50 Hz O Curve B: MSFN PM normal configuration; CTL
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Figure 17.- Lunar module mode 8: 5

14. 5-kilohertz biomedical-subcarrier

predetection SNR test results (test num- 0 1 1 v, | 1 J

bers TPET-021469-4 (curve B) and -130 -120 -110 -100 -90 -80 -70

TPET-021569-6 (curve A)). Total-received rf power for a typical

85-ft MSEN station, dBm

Figure 18.- Lunar module mode 8:
3. 9-kilohertz biomedical-subcarrier
predetection filter SNR test results (test
numbers TPET-021569-3 (curve B) and
TPET-021569-4 (curve A)).

affected by the quadrature detection process.
Normally, the quadrature noise predomi-
nates. However, with the reduction in quad-
rature noise because of the action of the
negative feedback loop within the phase
detector, the in-phase noise generated by
the nonperfect limiter preceding the phase detector could determine the minimum pos-
sible noise power at strong rf levels. Because the feedback-loop gain is directly de-
pendent upon the amplitude of the 10-megahertz signal entering the phase detector, the
loop gain decreases with decreasing received rf signal levels. As the rf signal level

is reduced, the noise component at the output of the phase detector, caused by the quad-
rature noise component (PM noise) of the i.f. noise, increases. This increase is
caused by the decreasing loop gain of the feedback loop which provides the reduction of



the input quadrature noise component. Therefore, the reduction in the biomedical-
subcarrier signal (and the quadrature noise component) is less at lower rf levels. The
quadrature noise should become the dominant noise component at lower rf levels; and
the SNR curves, with and without the negative feedback loop, should be identical
(fig. 18).

The reduction in the SNR data for the 3. 9-kilohertz biomedical subcarrier at
strong rf levels does not affect the overall performance of the channel. The predetec-
tion SNR requirement is listed as 8.5 decibels for satisfactory output biomedical data
in the LM-MSFN S-band System Signal Performance and Interface Specification (ref. 3).
At the 8.5-decibel SNR requirement, the data curves for the modified and unmodified
phase detectors coincide.

Command and service module mode 8 test results. - This section presents the
data for the BER tests conducted for CSM PM down-link mode 8. Mode 8 has backup
voice at baseband and 1. 6-kbps telemetry on a 1. 024-megahertz subcarrier. This
mode was used often on the Apollo 8 mission with 51. 2-kbps telemetry rather than with
1. 6-kbps telemetry. Severe telemetry degradations were experienced frequently dur-
ing the Apollo 8 mission when backup voice was present on the downlink.

In the following section, it will be shown that the feedback loop provides the most
significant BER improvements of the current test program for CSM mode 8. Two
values of voice modulation index are used: 0.85- and 1.47-radian peak deviations
when transmitting 1. 6- and 51. 2-kbps telemetry, respectively. The test configuration
is the same as that shown in figure 9 except that the LM spacecraft equipment has been
replaced by a CSM transponder (Q3-SN-67603), a premodulation processor
(Q2-SN-1224B), and a PCM assembly (Q3-SN-68186).

The results of the CSM BER tests for 1. 6-kbps telemetry are plotted in figure 19.
Tests were conducted for both receiver CTL noise bandwidths (50 and 700 hertz). As
was seen for the LM modes, the 50-hertz loop bandwidth provides satisfactory 1. 6-kbps
telemetry performance with the unmodified phase detector. However, the 700-hertz
bandwidth produces an unsatisfactory BER curve which levels off at approximately

10—4 BER. The modified phase detector produces satisfactory results with both the
50- and 700-hertz loop bandwidths. No backup-voice degradations are observed with
either bandwidth configuration.

The BER curves for the 51. 2-kbps telemetry are shown in figure 20. The un-
modified phase detector is unable to detect the PCM data at 51. 2-kbps telemetry with
simultaneous transmission of the backup-voice signal. This is shown by the upper BER

curve which levels off at 10_2 BER. However, the modified phase detector allows ex-
cellent BER results with no backup-voice interference noted. The theoretical curve,
which does not include any voice interference, is very close to the measured results.
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telemetry (test numbers TPET-022069-1 Figure 20. - Command and service module
mode 8: bit error rate for 51.2-kbps

telemetry (test numbers TPET-021969-9
(curve B)and TPET-022069-4 (curve A)).

(curve A), TPET-021969-7 (curve B),
TPET-022069-2 (curve C), and TPET-
021969-8 (curve D)).

Results of Using a Simplified Method
of Phase Cancellation

A simplified method of reducing the backup-voice modulation index by phase
cancellation in the MSFN wideband phase detector has been suggested. This method
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operates on the same basic principle as the previously discussed technique which used
the modification module, where modulation cancellation occurred in the detection proc-
ess. However, instead of using the modification module with the low-pass feedback
loop and the 10-megahertz phase modulator, the wideband phase-detector reference is
taken directly from the 10-megahertz amplifier preceding the narrowband phase detec-
tor in the CTL. An external cable connects the output of the 10-megahertz amplifier

to the static phase shifter in the reference channel of the wideband detector. Partial
phase cancellation of the backup-voice modulation occurs in the wideband phase detec-
tor. However, since the simplified method uses no feedback process, close tracking
of the baseband voice signal or controlled reduction to its modulation index by adjust-

ment of loop gain is impossible. The test configuration for this method is shown in

figure 21.
__ Screenroom
r 1
’ |
MSFN Calibrated | LM transceiver/ f Calibrated MSFN
. rf | diplexer " rf receiver 1
e path ' _ f path imodified -
ransmitter (up link} | | Narrowband input | {down 1ink) see fig. 21ib)}
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Up Ii_nk setat -70 dB!'n Dynatronics .
Carrier onfy on up link wideband Sub-bit
Backup-voice signal - Fort > signal =" error
Huachuca top-dog tape conditioner detector
on recorder

(a) Block diagram of test configuration.

Figure 21. - Bit-error-rate test configuration for simplified
phase-cancellation detection scheme.
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(b) Insert for receiver modifications for phase-cancellation method.

Figure 21. - Concluded.

The BER results for LM mode 4 with 1. 6- and 51. 2-kbps telemetry, using the
simplified method of phase cancellation, are shown in figures 22 and 23, respectively.
The simplified method of phase cancellation can produce significant improvement for
1. 6-kbps telemetry BER performance, as shown by curves B and C in figure 22. How-
ever, this method does not eliminate the voice interference with 51. 2-kbps telemetry
(fig. 23). The BER performance is degraded and is limited to a minimum of

3 % 10_5 BER at strong rf levels. Thus, the simplified method will provide some im-

provement over the present MSFN PM demodulation scheme. However, for a high
voice modulation index, the voice interference degrades BER performance for
51. 2-kbps telemetry.
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bit

error rate for 51.2-kbps telemetry (test
numbers TPET-021269-3 (curve A),
TPET-021269-4 (curve B), and TPET-
021069-4 (curve C)).

rate for 1. 6-kbps telemetry (test numbers
TPET-020869-3 {curve A), TPET-
021269-2 (curve B), TPET-021269-1
(curve C), and TPET-021069-3 (curve D)).

LINEAR DETECTION USING FREQUENCY-MODULATION
DEMODULATION TECHNIQUES

It has been shown previously that a linear demodulation technique is necessary
to recover adequately the down-link telemetry information when the modulated telem-
etry subcarrier and baseband voice are phase-modulated onto a carrier. However,
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linear phase detectors are difficult to construct and inherently have a threshold asso-
ciated with them which can severely degrade demodulation performance at a low-input
SNR.

The second demodulation technique investigated uses the FM demodulator as the
linear detector. Because frequency discriminators respond linearly to frequency
changes, the integrated outputs should respond linearly to phase changes. It is more
desirable to use FM detectors (although threshold problems also exist when using this
technique) rather than linear phase detectors because the MSFN receivers have FM
demodulators available. The feasibility of using the existing carrier frequency demod-
ulator in the MSFN receiver as the FM detector will be determined.

The mathematical represeritation of a basic PLL FM demodulator (assuming
linear operation of the phase detector) may be expressed in terms of the input signal
phase Gi, the voltage-controlled oscillator (VCO) output signal phase 00, the phase

error Oe, the phase-detector gain constant K,, the loop-filter-response function
F(S), the phase-detector output voltage V Y the loop-filter output voltage VFO’ and
the VCO gain constant Kv (fig. 24).

The phase-detector output voltage is Phase detector Loop fitter
proportional to the difference in phase be- 0; A Vy Vo
tween the quadrature reference and the K¢ FS)
input signal. p veo

0 Ky
_ _ s
Va =%4(% - %) (23)

Figure 24.- Linear representation of a
phase-lock-loop frequency-modulation

Because demodulator.

6,=F(S) —V (24)
the phase error response Ge/@i can be written as

% _ %% _ s
R Oi S + KdeF(S)

(25)

£
0.

by combining equations (23) and (24).
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For a second-order, passive RC loop filter, the loop-filter output voltage VF o
is given by

2

1 wn
V=80 (o 5 (26)
FO 1(Kv> s? . 26w S + wnz

where the loop damping constant { and the loop natural frequency w —are defined by
Gardner (ref. 4).

By considering the PLL demodulator to be used as an FM discriminator, the
first term SQi of VFO (eq. (26)) represents the frequency modulation; the terms in

parentheses represent a gain constant and the low-pass filter-response function, re-
spectively. This model is valid provided the phase error Ge is small, thereby allow-
ing linear operation of the phase detector.

By considering a simple RC integrator at the output of the loop filter, the integra-
tor response may be written as

F8) = “’1(%> | @n

where FI (S) is the integrator transfer function and w_ is the integrator cut-off fre-

I
quency. Then, the voltage expression of an integrated FM demodulator output is

2
Gi wIwn
=V_~S)F.(S) = — - (28)
Foint FO I Kv S2 + ZCwnS + wn2

A%

which signifies ''linear'' detection of the telemetry subcarrier and baseband voice
signals (appendix E).

A PLL FM demodulator may be categorized as a modulation tracking loop,
whereby the modulation spectrum is within the loop bandwidth. The loop "'tracks'' the
modulation, thereby allowing a large modulation index with the constraint that the loop
bandwidth be wide enough so that the phase error is less than 90°. The MSFN FM
demodulator considered in this study has selectable loop bandwidths of 4 and 11 mega-
hertz, both of which are wide enough to provide a linear response to the phase-

modulated input signal.

A significant constraint is imposed upon this demodulation scheme when the
effects of noise on PLL operation are considered. At a sufficiently low input SNR, the
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loop will not track the modulation, and the VCO will begin to skip cycles (drop out of
lock). The MSFN FM demodulator used in the tests has an input noise bandwidth of

4.4 megahertz when configured in the wide predetection filter-switch position. The
MSFN demodulator has three switch-selectable prefilter positions: unfiltered

(14 megahertz), wide (4.4 megahertz), and narrow (1 megahertz). Previous laboratory
tests, using the Apollo FM telemetry channels, have indicated that an input SNR of
approximately zero decibel is required in the 4. 4-megahertz filter to achieve satisfac-
tory demodulation performance for the 1. 024-megahertz telemetry subcarrier. How-

ever, to meet the specified telemetry performance for 10—4 BER, under worst-case
specified conditions from lunar distance over the spacecraft omni antennas to an
85-foot MSFN ground station, the PLL demodulator would have to operate at an input
predetection SNR of approximately -15 decibels. The -15-decibel value is based upon
a received MSFN rf level of -124. 5 dBm and a system noise temperature of 209° Kelvin.

To achieve satisfactory operating performance for the FM demodulator, a
15-decibel SNR improvement is required at the input. For this study, the SNRimprove-
ment was obtained by installing a high-Q band-pass filtering network at the FM demod-
ulator input to reduce effectively the input noise bandwidth by 15 decibels. This
bandwidth reduction is equivalent to increasing the input SNR by 15 decibels, provided
there is no loss of signal power. The improvement is evident by examining the follow-
ing demodulator input SNR equation.

Ptr

kTS BIN

Ptr
(SNR).., = SN (29)
N

IN

where Ptr is the total-received power at the receiver input, P 1is the noise power

N

in the demodulator input noise bandwidth, k is the Boltzmann constant, TS is the

system temperature, and B is the demodulator input noise bandwidth. Reducing

IN

BIN to achieve a significant SNR improvement is practical only because of the partic-

ular signal-modulation design for the telemetry/baseband voice modes (figs. 25
and 26). The signal power spectrum (neglecting cross-modulation terms) of LM
mode 4 and CSM mode 8 in the predetection bandwidth of the MSFN FM demodulator is
shown in figure 25. The signal power spectrum of LM mode 8 at the same point in the
demodulator is shown in figure 26. In both figures, the band of frequencies enclosed
by the rectangle between frequencies fC - (1/2)BIN and fc + (1/2)BIN represents the

signal and noise passband preceding the present receiver carrier demodulator. Since
the telemetry-subcarrier sidebands are removed relatively far from the carrier and

its baseband modulation (voice modulation for LM mode 4 and CSM mode 8 and voice and
biomedical subcarriers for LM mode 8), a significant portion of the passband essen-
tially passes only white Gaussian noise. Therefore, by installing a composite filter
network which consists of three high-Q band-pass filters in parallel (centered at the
carrier frequency and the two telemetry-subcarrier sidebandfrequencies, respectively)
and which precedes the demodulator (illustrated by the dotted lines in figs. 25 and 26),
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a significant amount of noise will be attenuated. These filters will pass only the first-
order sidebands of the telemetry subcarrier. However, since a radio-frequency inter-
ference (RFI) filter at the front end of the MSFN receiving equipment already passes
only the first-order sidebands of the 1. 024-megahertz subcarrier, little additional dis-
tortion should be introduced by the composite band-pass filters.

Narrowband Filtering Techniques

The narrowband filter/FM demodulator technique for linear demodulation may be
configured as shown in figure 27. The input modulation is ""notch filtered'' by the three
high-Q band-pass filters and then is recombined by a linear summer. Appropriate iso-
lation between each of the filters is necessary at both the input and output of the filter
network. Hybrid transformers are used to provide isolation. To preserve the original
phase information of the input modulation, the phase slope of each filter must be iden-
tical and linear throughout each passband (appendix E). Also, each of the telemetry -
subcarrier sidebands should be attenuated equally in the sideband filters. After the
filtered, recombined signal is demodulated in the FM discriminator, it can be inte-
grated to obtain the original phase information. A mathematical justification of the
composite filter configuration is presented in-appendix E. (Also, appendix E shows
that an integrator is unnecessary at the FM discriminator output if only telemetry in-
formation is desired.)

It has been stated in the previous section that a 15-decibel SNR improvement in
the form of a noise bandwidth reduction is required in the predetection filter of the
MSFN FM demodulator. This improvement is necessary to maintain loop lock for the
low-received signal levels expected for the telemetry and baseband voice modes at
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Figure 27. - Composite filter and frequency demodulator detection scheme.

lunar distance. The combined noise bandwidth of the narrowband filter bank should be
approximately 140 kilohertz, based upon a 15-decibel reduction in the 4. 4-megahertz
bandwidth. Therefore, the noise bandwidth of each filter in the filter bank should be
approximately 47 kilohertz or less. A 47-kilohertz band-pass filter would pass the

1. 6-kbps telemetry data satisfactorily but would degrade the 51. 2-kbps telemetry data.

Two types of narrowband filters — the helical resonators and the crystal fil-
ters — were fabricated and tested. The three helical resonators (centered at 48. 976,
50, and 51.024 megahertz) are designed for use with the MSFN 50-megahertz PLL FM
demodulator. The crystal filters (centered at 8.976, 10, and 11. 024 megahertz) can
be used with either a 10-megahertz frequency-modulation feedback (FMFB) discrimi-
nator or with the MSFN 50-megahertz PLL FM demodulator by mixing the signal after
filtering. Since the FMFB discriminator has better FM threshold performance than
the MSFN PLL demodulator, one objective of the crystal filter tests was to determine
the advantages of using an improved FM demodulator. The helical resonators were
designed for LM modes 4 and 8 and CSM mode 8. The crystal filters were designed
for LM mode 4 and CSM mode 8. (The response of the crystal filters is too narrow to
pass the LM mode 8 biomedical subcarriers.) Design and fabrication details for the
resonators and the crystals are given in appendix F.

The amplitude- and phase-response curves of the helical resonators and the
crystal filters are presented in figures 28 and 29, respectively. The 3-decibel band-
width of each resonator is approximately 85 kilohertz, which corresponds to a Q of
590. The desired noise bandwidth of 47 kilohertz (Q = 1180) could not be attained be-
fore the scheduled testing began. It is doubtful that any improvements in the cavity
resonator (such as soldering of the helix and end caps and silver plating of the device)
would have made a significant reduction in the bandwidth of the resonator (ref. 5). The
noise bandwidth of each crystal filter is approximately 7.5 kilohertz, thus correspond-
ing to a Q of 1340 which should provide satisfactory FM demodulation threshold per-
formance. With the frequency responses as shown in figure 28, the helical resonators
should pass either 51. 2- or 1.6-kbps telemetry data, as well as the biomedical sub-
carriers. However, the 51. 2-kbps telemetry data will be degraded by the resonators
because of the relatively narrow bandwidths. The crystal filters will pass only 1. 6-kbps
telemetry data. However, the bandwidth of each crystal filter is determined by exter-
nal load resistance (appendix F). Increasing the load resistance will degrade the Q of
the filter and will increase the bandwidth, if so desired.
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Experimental Results with Frequency-
Modulation Demodulation

System tests were conducted in thé ESCL to determine the effectiveness of using
FM demodulation techniques to eliminate telemetry degradation caused by backup-voice
interference. Engineering models of the high-Q helical resonators and crystal filters
were constructed and tested to determine the effective FM threshold extension obtain-
able by using narrowband filtering techniques. (The FM threshold is defined as the
input rf level at which the output SNR is 1 decibel below an extension of the linear por-
tion of the output SNR curve.) Two FM demodulators, the MSFN 50-megahertz PLL
demodulator and a 10-megahertz FMFB discriminator, were implemented at the output
of the MSFN receiver for the ESCL tests. The production LM and CSM spacecraft
equipment was used to generate the S-band signals, and a calibrated rf attenuator
simulated the spacecraft-to-ground link.

The experimental results included SNR tests for the 1. 024-megahertz subcarrier
with and without the helical resonators and crystal filters for LM modes 4 and 8 and
CSM mode 8. The BER curves were made for 1.6- and 51. 2-kbps telemetry for LM
modes 4 and 8. The SNR tests were not conducted for the biomedical subcarriers of
LM mode 8 because the FM demodulators would not properly detect these subcarriers;
that is, the MSFN FM demodulator, which has a sensitivity of 1 V/MHz, will not
respond to the small phase deviations of the biomedical subcarriers. (The worst-case
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specified phase deviations of the biomedical subcarriers range from a low of 0. 07 ra-
dian for the 3. 9-kilohertz subcarrier to a high of 0.17 radian for the 10. 5-kilohertz

subcarrier.)

The test configurations for the filters and the FM demodulators are shown in

figures 30 and 31.

No special modifications to the MSFN equipment are necessary be-

cause the external composite filters are self-contained. The 10-megahertz crystal
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filters are connected between the output of the MSFN receiver and the input to the filter
data selector (1.024-megahertz band-pass filter) preceding the telemetry-subcarrier
demodulator. The 50-megahertz resonators are inserted in front of the MSFN FM de-
modulator. It was necessary to use wideband amplifiers to compensate for the inser-
tion losses in the helical resonators and crystal filters. Although the insertion losses
are excessive (@ maximum of 45 decibels for the crystal filters), it is possible to re-
duce these losses to less than 10 decibels by modifying the filter design.

To determine the effects of the narrowband filtering and FM demodulation on the
telemetry information, an 800-hertz square wave (corresponding to a periodic
101010 telemetry wave train at a bit rate of 1.6 kbps) was used to biphase-modulate
the 1. 024-megahertz telemetry subcarrier. Photographs of the demodulated telemetry
waveform were taken at the output of a low-pass filter following the 1. 024- megahertz
subcarrier demodulator. The modulation indices used for these tests were 1. 3- and
1. 0-radian peaks for the telemetry and backup-voice signals, respectively. The funda-
mental frequency of the 800-hertz square wave (with backup voice present), when the
signal is processed through the helical resonators and the crystal filters, is shown in
figures 32 and 33. The degraded 800-hertz signal, using the present PM demodulator,
has been shown previously in figure 11. The S-band rf level is -124.5 dBm,
corresponding to the worst-case expected power level into the MSFN ground receiver.
The crystal filters provide a better noise reduction when compared to the helical res-
onators (figs. 32 and 33). However, both configurations substantially reduce the
backup-voice interference with the telemetry.
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using the helical resonator filtering using the crystal filtering technique and
technique and the 50-megahertz PLL the 50-megahertz PLL frequency-
frequency-modulation demodulator (the modulation demodulator (the backup-
backup-voice modulation index is voice modulation index is 1. 0-rad peak,
1. 0-rad peak, and the radio-frequency and the radio-frequency level is

level is -124.5 dBm). -124.5 dBm).

Lunar module system tests. - This section presents the SNR and BER results for
LM modes 4 and 8. The SNR measurements were made in the 6-kilohertz predetection
bandwidth of the 1. 024-megahertz subcarrier demodulator. These measurements were
taken by using a wave analyzer to measure signal power with the noise present. A
root-mean-square (rms) voltmeter measured noise when the 1. 024-megahertz sub-
carrier was off. For all down-link tests, the up-link signal consisted of a carrier
only, with a total-received power level at the LM receiver input of -70 dBm.

Lunar module mode 4 test results: The SNR data in the 1. 024-megahertz sub-
carrier prefilter for LM mode 4, using FM detection with the helical resonators and
with the crystal filters, are compared in figure 34. The helical resonator curve is
degraded by 2 decibels because of a frequency misalinement in one of the resonators
during the ESCL tests. This misalinement was not found until after the tests had been
completed. The primary purpose of the resonator tests is to show that 51. 2-kbps te-
lemetry data can be processed through the composite band-pass filter. The crystal
filter bandwidths are too narrow for 51. 2-kbps telemetry.

The crystal filters provide an 8. 0-decibel improvement in SNR over the helical
resonators at the worst-case specified rf level of -124. 5 dBm for the LLM spacecraft at
lunar distance. The FM threshold degradations are more pronounced with the helical
resonators than with the crystals because of the difference in the ratio of the composite
input filter bandwidths (252 kilohertz/23 kilohertz). However, by comparing the data
taken with the MSFN wideband PM detector (curve C) with the data taken from the FM
demodulation scheme using the crystal filters, the output SNR results were approxi-
mately the same at the -124. 5 dBm rf level. But, the helical resonator curve is de-
graded by the FM threshold at the worst-case rf level.
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The LM mode 4 BER curves for
1. 6-kbps telemetry are shown in figure 35
for the crystal filter and helical resonator
configurations. The FM detection scheme
with the narrowband prefilters produces
significant improvement over the present
MSFN PM detection system configured in
the 700-hertz carrier loop position
(curve ¥). Thus, the backup-voice inter-
ference with telemetry can be reduced
greatly by linear detection using FM
demodulation techniques. However, there
is a 0. 5-decibel degradation in telemetry
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performance at the -124. 5 dBm rf level (using the FM demodulation technique) when
compared to PM demodulation with the 50-hertz carrier loop configuration (curve A)
for the modulation indices tested. Telemetry performance is not affected by the band-
width switch positions (50 or 700 hertz) of the CTL when the FM demodulation technique
is used. Curves B and D (fig. 35) represent data taken with the crystal filters and the
FMFB demodulator when the CTL was in the 700- and 50-hertz bandwidth positions,
respectively. Also, one test was made with the crystal filters preceding the MSFN FM
demodulator. In this test (curve C), the 10-megahertz signal at the output of the crys-
tal filters was heterodyned up to 50 megahertz and was inserted into the MSFN demodu-
lator. By comparing the performance of the crystal filters used with the FMFB
discriminator and with the MSFN demodulator, the BER curves for the two configura-
tions are found to be identical (curves B and C). Henceforth, no distinction will be
made as to which demodulator is used with the crystal filters. The helical resonator
BER data (curve E) are degraded because of the aforementioned frequency misaline-
ment in one of the resonators and because of the operation below FM threshold.

Lunar module mode 8 test results: The BER test results for 51. 2-kbps telem-
etry for LM mode 8 are shown in figure 36. The FM detector with the helical resona-
tors provides significant improvement over the unmodified MSFN PM demodulator for
all rf power levels when using the 700-hertz carrier loop configuration. The resonator
filtering technique shows improvement over the PM demodulator 50-hertz carrier loop
configuration at the worst-case expected rf level of -102.3 dBm when using the LM
steerable antenna. It should be noted that the 51. 2-kbps biphase-modulated telemetry
data pass through the 85-kilohertz predetection filters (helical resonators) of the

1. 024-megahertz subcarrier (fIF + fTM) with little degradation. An optimization study

on widening the predetection filter bandwidth to allow the telemetry data to pass with
minimum degradation and reducing the predetection bandwidth to improve the FM
threshold performance possibly could yield further BER improvements as a function
of rf level.

Command and service module mode 8 test results. - The SNR tests for 1. 6-kbps
telemetry were performed, using the predetection 6-kilohertz filter bandwidth of the
1. 024-megahertz subcarrier. By comparing the curves in figure 37 at the worst-case
expected rf level of -123.1 dBm with the CSM omni antennas, the FM SNR data taken
(using the crystal filters) are approximately the same as that for the PM data.

The BER curves for 1. 6-kbps telemetry in CSM mode 8 are shown in figure 38.
The BER data taken with the crystal filters are degraded by 1.0 to 1.5 decibels in com-
parison to the data taken with the unmodified MSFN PM detector with the 50-hertz
carrier loop filter. However, the data with the unmodified MSFN detector in the
700-hertz loop-filter configuration are severely degraded. The amount of degradation
for the unmodified 50-hertz loop-filter condition is negligible because the backup-voice
modulation index (0. 85-radian peak) is small. At the expected worst-case rf level of

-123.1 dBm, using the CSM omni antennas at lunar distance, the 10_4 BER require-
ment is acheived easily by using FM demodulation with the crystal filters (‘700-hertz
loop bandwidth) and by using PM demodulation with the unmodified MSFN phase detec-
tor (50-hertz loop bandwidth).
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1.6-kbps telemetry:

T TTTTIN

O Curve A: MSFN PM normal configuration;
CTL bandwidth = 50 Hz

O Curve B: FM detection
with crystal filters
and 10-MHz FMFB
demodulator; CTL
bandwidth = 700 Hz

< Curve C: MSFN PM
normal configura-
tion; CTL bandwidth
= 700 Hz
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T TTTT

T

1072

Bit error rate
[
[on]
w

T TTTTH

T

24 9Q \X__ . _
10 = Telemetry
— requirement <
:  Nominal case
W Worst-case rf power
107k level received from
- lunar distance,
[ using CSM omni
= antennas
10-6 1 { 1 1 X 1 1 1 J

i | |
-132-130 -128 -126 -124 -122-120 -118 -116 -114 -112 -110 -108
Total-received rf power for a typical
85-ft MSFN station, dBm

Figure 38.- Command and service module
mode 8: bit error rate for 1.6-kbps
telemetry (test numbers TPET-021969-7
(curve A), TPET-022069-8 (curve B),
and TPET-021969-8 (curve C)).

Summary of Tests Conducted to Verify
Telemetry Performance

A summary of the tests conducted to
verify the telemetry performance, using
the various demodulation techniques, is
given in the following data. The tests show
that the negative-feedback-loop technique
provides better telemetry BER performance
than does the FM detection method.
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Spacecraft
configuration
{mode)

LM mode 4

LM mode 8

CSM mode 8
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—_—
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.15

N
3

—_

.25
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.85
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50
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, 700
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! 50
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50
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700
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—
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—
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51.

o

51.2

Demodulation
technique

Normal
Simplified phase
cancellation
Normal
Crystal filter,
FMFB demodulator
Normal
Simplified phase
cancellation
Crystal filter,
FMFB demodulator
Crystal filter,
PLL demodulator
Helical resonators,
PLL demodulator
Negative feedback
Normal
Negative feedback
Normal

Simphified phase
cancellation

Normal
Negative feedback
Normal
Negative feedback
Normal
Negative feedback
Normal
Helical resonator,
PLL demodulator
Normal

Negative feedback
Normal

Helical resonator,
PLL demodulator

Normal

Negative feedback

Normal

Negative feedback

Crystal filter,
FMFB demodulator

Normal

Negative feedback

Total-received
power required to

achieve a 1074 BER,

dBm

-126.5
-126.7

-126.0
-124.5

-118. 2
-126.17

-124.3
-124.5
-118.7

-125.0
-108.5
-113
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I attain 107 BER
1135
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i -126.
| ~125.
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CONCLUSIONS AND RECOMMENDATIONS

Two different demodulation techniques have been analyzed as possible solutions
to the modulation/demodulation compatibility problem in the Apollo communication sys-
tem when voice (at baseband) and telemetry (modulated onto a subcarrier) are phase-
modulated onto an S-band carrier. Both techniques provide a linear detection scheme
without major modifications to the present Manned Space Flight Network demodulation
system. One technique uses an external negative feedback loop which consists of a
loop filter, an amplifier, a phase modulator, and the present phase-modulation phase
detector. The other technique uses the present Manned Space Flight Network phase-
lock-loop frequency-modulation demodulator preceded by a composite filter consisting
of three high Q band-pass filters in parallel.

The experimental results indicate that both demodulation techniques will signifi-
cantly reduce the backup-voice interference with telemetry. The voice signal, which
is demodulated in the carrier tracking loop of the Manned Space Flight Network re-
ceiver, is not affected by either demodulation technique. The negative-feedback-loop
technique provides better telemetry bit-error-rate performance than does the
frequency-modulation detection method.

The simplified method of providing phase cancellation by using a voice-modulated
quadrature reference to the wideband phase detector works satisfactorily for 1. 6-kbps
telemetry data rates. However, this method, which does not use a feedback loop, will
not eliminate the voice interference with 51. 2-kbps telemetry data. The demodulation
techniques are summarized as follows.

Negative Feedback Loop

1. The negative-feedback-loop technique reduces backup-voice interference with
1.6- and 51. 2-kbps telemetry data.

2. The technique reduces backup-voice interference with the 3.9-, 5.4-, 7. 35-,
10. 5-, and 14. 5-kilohertz biomedical subcarriers.

3. The technique works with the present Manned Space Flight Network wideband
phase detector. (No switching in the ground station is required at any time. The
feedback loop would remain activated in the receiver for all modes, regardless of
whether a baseband voice mode is transmitted. )

Frequency-Modulation Demodulation with Narrowband
Predetection Filtering

1. This technique reduces the backup-voice interference with 1. 6-and 51. 2-kbps
telemetry data. However, a frequency-modulation threshold problem exists when the
demodulator prefilter bandwidth is enlarged to pass the 51.2-kbps data.

2. The technique works with the present Manned Space Flight Network carrier
frequency demodulator. However, switching in and out of the prefilters would be
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required to demodulate the normal command and service module and lunar module
frequency-modulation modes unless additional Manned Space Flight Network frequency-
modulation demodulators are provided. (Because the improved phase-lock-loop
frequency-modulation demodulators are now being installed in the Manned Space Flight
Network stations, the existing frequency-modulation demodulators could be available
for use with the phase-modulation backup-voice modes. )

3. The composite filter should use crystal filters rather than helical resonators.
The crystal filters have inherently narrow bandwidths (high Q) which may be varied,
are simple to construct, and do not have the mechanical stability problems associated
with the helical resonators.

4. It is not possible to detect the biomedical subcarriers of lunar module mode 8
with the frequency-modulation demodulators tested. The very small phase deviations
associated with the biomedical subcarriers are not compatible with the existing Manned
Space Flight Network frequency-modulation demodulators. Therefore, it is recom-
mended that the negative feedback loop (consisting of a loop filter, amplifier, and phase
modulator) be incorporated into the Manned Space Flight Network receivers to elimi-
nate backup-voice interference with telemetry. The construction costs for the feed-
back loop should be minimal because no developmental work is required. It is
recommended that efforts be made to incorporate these units into the Manned Space
Flight Network receivers prior to the later Apollo lunar-landing missions.

Manned Spacecraft Center
National Aeronautics and Space Administration
Houston, Texas, December 24, 1969
914-50-40-06-"72
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A(S)

B(S)

APPENDIX A

SYMBOLS
arbitrary value
product of transfer functions, K2F2(S)G3H3 S)
product of transfer functions, G2H2 (S)KIFI(S)GIHI(S)KV
bit-rate bandwidth
i.f. noise bandwidth
input noise bandwidth
predetection filter noise bandwidth

crystal capacitance

junction capacitance for a reverse voltage of 1 volt
balance capacitance

holder capacitance

output voltage of MSFN phase detector

output telemetry voltage

rf voltage
maximum amplitude of quadrature reference voltage

output voltage |

output voltage of filters

closed-loop transfer response for the modified MSFN carrier phase
demodulator
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UNMOD

52

closed-loop transfer response for the unmodified MSFN carrier phase

demodulator
output of phase detector
input signal voltage
instantaneous quadrature reference voltage

loop-filter-response function

feedback-loop-filter response
phase-shift network response
transfer function of an RC integrator
CTL filter response

center frequency

carrier frequency

center frequency of band-pass filter 1
center frequency of band-pass filter 2
center frequency of band-pass filter 3
i.f. center frequency
telemetry-subcarrier frequency

voice signal time waveform
differentiated voice signal
feedback-loop amplifier gain

video amplifier gain

PRyt et i

ik
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H,6)
Hy(S)
Hy (S)
Il’ 12

0,1,2

LIM

m(t)

modification- module-output amplifier gain
feedback-loop amplifier response

video amplifier frequency response
modification- module-output amplifier response
loop currents

Bessel functions

imaginary quantity

CTL gain, KOKLKd

CTL VCO sensitivity

feedback-loop-filter constant

phase-shift network constant

CTL phase-detector sensitivity

CTL filter constant

wideband phase-detector sensitivity

phase-modulator sensitivity

Boltzmann's constant

inductance

assumed degradation of the decommutation equipment for a matched

filter detector, dB

limiter degradation

switching function, *1

noise power
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Pr total-received power

PS signal power

Ptr total-received power at receiver input

Q1 Q associated with band-pass filter 1

Q2 Q associated with band-pass filter 2

Q3 Q associated with band-pass filter 3

resistance

Rl’ R2 load resistances

S differential operator

(SNR)IF i.f. SNR

(SNR)PRED telemetry predetection SNR

(SNR)T theoretical SNR in a bit rate bandwidth for a given BER, dB

TD time delay |

TDI time delay associated with band-pass filter 1 ‘

TD2 time delay associated with band-pass filter 2 i

TD3 time delay associated with band-pass filter 3 %

TS system temperature :
¢

t time variable !

ti transition time «

voltage
0 output voltage of phase shifter
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Br. 35
A10.5

‘814. 5

lower input voltage to subtracter

upper input voltage to subtracter
phase-detector output voltage

loop filter output voltage

integrated output voltage

input voltage of phase shifter

integrated output voltage (frequency domain)

reactance

capacitive reactance

impedance of balance capacitor

impedance of crystal and holder

3. 9-kilohertz biomedical-subcarrier modulation index
5. 4-kilohertz biomedical-subcarrier modulation index
7.35-kilohertz biomedical-subcarrier modulation index
10. 5-kilohertz biomedical-subcarrier modulation index
14. 5-kilohertz biomedical-subcarrier modulation index
telemetry-.subcarrier modulation index

baseband voice modulation index

difference between instantaneous modulating frequency within the filter
passband and the center frequency of band-pass filter 1, Af 1= fM - fcl

difference between instantaneous modulating frequency within the filter
passband and the center frequency of band-pass filter 2, Af2 = fM - fcz
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difference between instantaneous modulating frequency within the filter
passband and the center frequency of band-pass filter 3, Af3 = fM - fc

impulse function occurring at each telemetry bit-transition time ti

loop damping constant
phase

VCO output signal phase

phase shift at center frequency of band-pass filter 1 caused by external
phase delays :

phase shift at center frequency of band-pass filter 2 caused by external
phase delays

phase shift at center frequency of band-pass filter 3 caused by external
phase delays

phase shift through path of band-pass filter 1
phase shift through path of band-pass filter 2
phase shift through path of band-pass filter 3

difference in phase at upper and lower telemetry sidebands in a conven-
tional wideband {filter

phase error

phase error response

input signal phase

input modulation time expression
peak/rms ratio for clipped voice signal
crystal oscillator phase reference

CTL VCO output phase

L1
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received rf signal phase

wideband phase-detector i.f. input phase
modification-module output phase
carrier-phase-demodulator output phase
telemetry-subcarrier phase modulation
baseband voice phase modulation
frequency

carrier radian frequency, rad/sec
integrator cut-off frequency

loop natural frequency, rad/sec
telemetry-subcarrier radian frequency, rad/sec

baseband voice radian frequency, rad/sec
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APPENDIX B

LINEAR MODEL ANALYSIS OF THE CARRIER PHASE DEMODULATOR
WITH NEGATIVE FEEDBACK
Consideration of the linearized model for the carrier phase demodulator with the
negative feedback loop (fig. 5) leads to the closed-loop transfer response for the

system.

By using Laplace transform notation

ey = e [Gsz(s)] (B1)
where
e=K_ Ep{ - K2F2(S)¢m] (B2)
and
¢ = GgHy(S) Ebo + egK, F, (8)G; H, (S)K ] (B3)

Substitute equation (B3) into equation (B2) to obtain
—_ ! _ .
e=K_ {qbi K, Fo(S)GgH,(S) Epo + ek, Fl(S)GlHl(S)KV:I} (B4)
Substitute equation (B1) into equation (B4) to obtain

e=K_ {¢i' - Ky Fo(S)GoH,(S) - [‘% + eGyH, (S)K, Fl(S)GlHl(S)KV]} (B5)
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For convenience of notation, let
A(S) = K2F2(S)G3H3(S)

and

B(S) = GZHZ(S)Kl F1 (S)GlHl(S )Kv

Then, by using the above notation in equation (B5)
o= Km{d){ - A(S) - [, + eB(S):I}
= Km{¢>{ - A(S)9, - A(S)B(s)e}

. [f-aeey
m 1l + KmA(S)B(S)

Rearranging equation (Bl) yields

e= 0
G2H2 S
which, when equated to equation (B8), gives
e0 KmGZHZ(S)

¢! - A(S)qbo =1+ KmA(S)B(S)

(B6)

(B7)

(B8)

(B9)

(B10)
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Divide the numerator and denominator of the left-hand side of equation (B10) by

obtain

e

0
$i'_ KmGZHZ(S)
& ~1+K_A(S)B(®)
1- A(S)¢—9 m
i

or

e, K GyHy(S)

Equation (B12) is the closed-loop transfer response for the system e

%0/%:

The representation of the linear model of the CTL is shown in figure 5.
the linear model, a transfer response eo/gbi can be developed

Again, use Laplace transform notation to obtain

¢ =% - dor

/
where

96K

$orn =5 KLFLG®IVy

and
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] (p12)
i

& " T+K_A(S)B(S) [1 - A) g

\i
¢i to

(B11)

0 /gb{, in terms of

From

(B13)

(B14)

(B15)
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After substituting equations (B14) and (B15) into equation (B13)

96K,
4 =& -—5— K F Ky (4] - ¢) ) (B16)

By letting K = 96K

written as follows.

OKLKd (where K is the gain of the CTL), equation (B16) can be re-

KF. (S) KF. (S)
[:1+—L—]=q.‘>.+sL qbo (B17)

By substituting equation (B17) into equation (B12) (closed-loop transfer function), the
transfer characteristic for the modified system (fig. B-1) can be written as follows.

e K_GyHy(S) KF (S) ¢, A(S)¢,
3, " 1+K_ASEE) |S+KF.(5) " SrRF (9P, & (B18)

where A(S) = KZFZ(S)G3H3(S) and B(S) = G2H2(S)K1 Fl(S)GlHl(S)KV' Equation (B18)
is the response of the carrier phase demodulator with the negative feedback loop.

When the negative feedback loop is not used around the wideband phase detector,
then equation (B18) reduces to the response for the carrier phase demodulator without

modification. This condition is satisfied mathematically by setting the loop-filter re-
sponse K1 Fl(S) equal to zero and by setting the rf amplifier response G3H3(S) equal

to unity. Then, the phase reference <7>0 is connected directly to the phase-shift net-

work K2F2(S). Under these conditions, equation (B18) reduces to

6 " K 1Gola(S) |57 KF, (5) "S+KF ) 3, KoFy(S) oy (B19)

Equation (B19) is the transfer characteristic for the unmodified carrier phase
demodulator.
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Normalizing the modified demodulator response to the unmodified demodulator
response and making the restriction that G3H3(S) = 1 yields

o
% oD 1
M
<e0> ST+ K_K,F,(S)B(S) (B20)
1/ yNMOoD

where KszFz(S)B(S) is the feedback factor. The experimental curve resulting from

normalizing the experimental modified demodulator response curve to the experimental
unmodified demodulator response curve is shown in figure B-1. This experimentation

Experimental curve

o
-]
-l
214
“ &
2i / MOD
versus frequency
-15 Y i
®i / UNMOD ,
_20 —
fi
-25 1 1 1 1 ] _
.01 1 1 10 100 1000 |

Frequency, kHz B

Figure B-1.- Frequency response curve for the carrier phase demodulator engineering
model implemented with the modification module.
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was performed on the carrier phase-demodulator engineering model when implemented
with the modification module. Baseband voice frequencies will be attenuated by
14.5 decibels, but frequencies greater than 200 kilohertz will remain unaffected
(fig. B-1). By assuming a voltage signal reduction of 14. 5 decibels, the feedback fac-
tor is

1+ KszFz(S)B(S) =5.31(14.5 dB) (B21)
and
KszFZ(S)B(S) = 4.31(12.7 dB) (B22)
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APPENDIX C

VOLTAGE-CONTROLLED PHASE SHIFTER

By W. B. Warren
TRW Systems Group
Houston, Texas

The following material describes var- R
ious voltage-controlled phase-shifter cir- MV ?
cuit designs. The basic circuit of a VT R l
voltage-controlled phase shifter is shown o—=g b Subtract f———0
in figure C-1. Vi N\ | — Yo
T L% s
The lower input voltage to the sub- = 1 =
tracter is Va’ where \ R vf Va> V,
v = < R >V (1) Figure C-1. - Basic circuit of a voltage-
a R+ jX/71 controlled phase shifter.

The upper input voltage to the subtracter is V., where

vy
V= o (C2)

fe)
ol

The output voltage from the subtracter is VO, and

_ ) _ R 1), _ [2R - R - jX]
Vo=V, Vb—( — - )V [——Vi

0 R+iX 2/ViT [2(R+jiX) |

v tan”! (%)

_ R-iX o _'ilR-jX|
AR +iX) "1~ 2 [R+jX| /t -1<X)
an ﬁ

oo ()

(C3)

<

D!
g ¢
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because

_tan ! (X/R) = tan -1 (-X/R)

The magnitude of the output voltage VO is independent of the value of X or R.

The phase shift of V., with respect to Vi is

0
9=2 tan‘l(‘—x—) (C4)

Consequently, variation of the reactance X will produce a variation of § but no vari-
ation in the output amplitude of VO.

The variable X can be realized through the use of a voltage variable capacitance
diode or varactor diode. The variation of capacitance with voltage for a typical varac-
tor diode is

c=cv /2 (C5)
which, for Xc, gives
X.= ac - 1—17§=\2)1—é2 (ce)
wCOV 0

Substitute XC for X in equation (C4) to obtain

1 Vv ()

wCOR

= -2 tan
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A differential amplifier can perform the necessary subtraction as well as supply
the 6-decibel gain required to compensate for the loss through the phase shifter. A
typical arrangement is shown in figure C-2.

An improvement in sensitivity can be gained by resonating the variable capacitor
in the middle of its range at the operating frequency. A small change in capacitance
will produce large changes in reactance as the resonant frequency of the circuit is
varied on either side of resonance. The use of the resonant circuit to increase the
slope of the phase shift versus control voltage curve is outlined in figure C-3.

R
. M Amplifier
A " RS =
é Amplifier o——md
- Vi v
p— + 0
w 1 I >, 1 . X
_?_ Large c - ’ - —_— -
—_— | —_— R
Small R Large R é —
1 Control -
= It
iControl v age_i_ —
— voltage - -
Figure C-3.- Transformer coupling to scale
. the reactance (primary inductance of the
Figure C-2. - Voltage -controlled phase transformer resonates with the varactor
shifter with varactor and differential at the operating frequency with nominal
amplifier. control voltage applied).

With circuits of the type shown in figure C-2, it is possible that the range of
reactance variation may not be sufficient to give a wide range of phase shift. For ex-
ample, to obtain a 180° phase-shift range, the reactance should vary from +R to -R.
From equation (C4)

1<‘X1> 1/+R )
= 2] = AR °
61 = 2 tan i 2 tan < R) +90
-X 5 (C8)
I 2> ) —1<-R>_ e
92 = 2 tan T = 2 tan _R = 90
6, - 6y = +90 -(-90°) = 180 )

where X, = -R and X, = +R. The proper range of X can be obtained by coupling to

1 2
the tuned circuit with a transformer (fig. C-3). If a large range of Ap is required,
phase shifters can be used in cascade. For example, two shifters(each supplying a A6
of 180°) could be used to give an overall 360° phase range.
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The voltage-controlled phase shifter in the modification module uses a slight
variation of the circuit shown in figure C-3. Two varactor diodes are used in place of
the one varactor. The resulting phase modulator has the 10-megahertz phase charac-
teristic given in figure C-4. The phase shifter has a symmetrical phase characteristic
and provides a linear phase shift of +40°. The modulator is capable of a +140° total
phase swing.

800 —

700 -

500

100 |-

Lagging phase Leading phase

-100

Peak modulating signal, mV

|
Modulating Low-pass Amplifier Phase i
signal loop filter G =10 ™1 shiter T 10MHz Yy

-800 | l |
» 60 140 -120 100 80 -0 -4 2 0 20 4 6 8 100 120 140 160
| Phase shift 8, deg

1 1 | ! | | | l | s 1]

Figure C-4. - Ten-megahertz phase-modulator characteristic.
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APPENDIX D

APOLLO TELEMETRY MATHEMATICAL MODELS

Theoretical performance of the PM telemetry channel in the MSFN receiver is
determined by the equations given in the following discussion for LM modes 4 and 8 and
CSM mode 8. Telemetry performance is predicted in terms of the received telemetry
subcarrier SNR at the output of a telemetry predetection filter and the probability of bit
errors in the demodulated PCM wave train. Both telemetry SNR and BER predictions
are calculated as a function of total-received power at the MSFN receiver input.

Telemetry Predetection SNR Mathematical Model

Pg
(SNR)ppgp = P
N
_p o2y 2(s 2 200 N5 2(a \s2(e. Ny2(s. .2 0
= P23, " (Bpy) © 5,/ 0 (P14.9) 90 (P10.5)%0 (F7.35)% (85.4)%0 (33.9) LIM
kTsBprED '
(D1)
where (SNR)PRED = telemetry predetection SNR, dB
PS = signal power

PN = noise power

Pr = total-received power

BTM = telemetry-subcarrier modulation index
BV = baseband voice modulation index
Py = peak/rms ratio for clipped voice signal
614_ 5 = 14. 5-kilohertz subcarrier modulation index
610. 5= 10. 5-kilohertz subcarrier modulation index
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67 35 = 7. 35-kilohertz subcarrier modulation index

65 47 5. 4-kilohertz subcarrier modulation index

[33 9= 3. 9-kilohertz subcarrier modulation index

LLIM = limiter degradation
k = Boltzmann's constant
T, = receiver system temperature referenced to receiver input

S

BPRED = predetection filter noise bandwidth, Hz

Telemetry BER Mathematical Model

The telemetry predetection SNR (in decibels) required for a given BER is com-
puted from equation (D2).

Bgr
(SNR) - (SNR).. + 10 log_ - [=— 2R ), 1, (D2)
PRED T 10\Bppgp) © D

where (SNR),. = theoretical SNR (in decibels) in a bit-rate bandwidth for

T a given BER
BBR = bit-rate bandwidth, Hz
L. = assumed degradation (in decibels) of the decommutation

equipment for a matched filter detector

The values of (SNR)T for given BER are plotted in figure D-1. To obtain BER
values as a function of total-received power, the calculated values of (SNR)PRED

in equation (D2) are translated to values of P_ by using equation (D1).

Ground-Station Parameters

Ground-station parameters used to calculate theoretical telemetry performance
for this report are listed as follows.

1. For the ESCL ground station, LD is 2. 0 decibels for 1.6- and 51. 2-kbps
felemetry.
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Note: This curve is based on a
square PCM wave train with
NRZ -type code pattern.
1075
10-6 [ | 1 | i

1 3 5 7 9 11
Peak signal-to-rms noise ratio, dB

Figure D-1.- Theoretical bit-error proba- tjon is L

bility versus peak signal-to-rms noise
ratio in a bandwidth equal to bit rate.

2. BBR is 1.6 kilohertz for 1.6-kbps

telemetry and 51.2 kilohertz for 51.2-kbps
telemetry.

3. BPRED is 6.7 kilohertz for
1.6-kbps telemetry and 177 kilohertz for
51.2-kbps telemetry.

4. (SNR),. — See figure D-1.

T

5. TS is 209° Kelvin for an MSFN

ground station. (The ESCL experimental
data have been transposed by 10 decibels
in rf level to represent the system temper-

ature TS for an 85-foot station with a

moon-at-zenith antenna viewing condition. )

23 W

6. k is1.38x 1077 s

7. LLIM is calculated as a function

of the 10-megahertz i.f. SNR. The
10-megahertz i.f. SNR is defined as

(SNR)IF= Pr/kTSBIF where B is the

i.f. noise bandwidth, which is approxi-
mately 4 megahertz. The limiter degrada-
LIM = /4 for (SNR)IF<O. 035,
LLIM = O.68(SNR)IF + 0.76 for 0.035 <«

(SNR)IF<0.35, and L =1 for

LIM

(SNR)IF > 0.35. The parameter values for the modulation indices are specified in the

report text on the measured curves. Thus,

p, = 1. 77 (empirically derived) for LM

mode 4 and CSM mode 8 (20-decibel clipping) and Py = 5.3 for LM mode 8 (0-decibel

clipping).
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APPENDIX E

TWO THEORETICAL ASPECTS OF FREQUENCY -MODULATION DETECTION
OF THE PHASE-MODULATION TELEMETRY SIGNAL

Effects of Parallel Filtering on a Phase-Modulated Signal

The phasing effects of three parallel band-pass filters on an i.f. carrier phase-
modulated with a baseband voice signal and a 1. 024-megahertz telemetry subcarrier
will be considered. The band-pass filters
(fig. E-1) are centered at the carrier fre-
quency fc and the upper and lower sub-

carrier sideband frequencies IE | fo-fm
Q,

™
Each signal path has a high-Q narrowband
filter with an associated time delay Tp. l

r___1
| I

|
| |
fe | €]
To2 Demodulator
02% l | s
|
|
|

The outputs from each path are summed eN
and routed to the input of the FM demodu-
lator. The analysis in this section is

based upon the following two assumptions.

o

1. There is complete isolation be-
tween each path. - 1
Band-pass filters

2. The output signal from each sig-
nal path has the same amplitude. Let the

input signal e be represented by Figure E-1. - Band-pass filter conflguratlop.

ey = A sin I:wct + qbv(t) + quM(t)] (E1)
where
¢ (t) = Bf (t) (E2)
is the baseband voice signal and

Serpg(t) = By 810 (wTMt + 77/2) (E3)

1



is the telemetry signal. Egquation (E1) can be expanded by using trigonometric identi-
ties as follows

e = A sin wct cos ¢>V(t)cos quM(t) - sin (PV(t)sin ¢TM(tH

+ A cos wctl__éin ¢ (t)cos ¢\ (t) + cos ¢ (t)sin ¢TM(tZl (E4)

By substituting equations (E2) and (E3) into equation (E4) and by rewriting in terms of
Bessel functions, the input voltage is determined to be

eqy = A sin w tlcos I:viv(t)] JO(,BTM) + Zi Jzn(BTM)cos 2n<wTMt + %)
- sin [,8 f t)] ZZ J BTM sm Ezn -1) <wTMt + %)]
+ A cos w t{sin I:viv(t)} JO('BTM) + 2112 Jzn(BTM)cos Zn(wTMt + %)

+ COS [viv(t)] 2%" Jzn-l(BTM)Sin EZn -1 (wTMt . %)]

n=1

(E5)

Equation (E5) is the input voltage to the three band-pass filters. The input signal in-
cludes the carrier and the sum and difference frequencies of the baseband voice and
telemetry subcarrier.

The effects of the phase characteristics of the band-pass filters on the input sig-
nal components now can be considered. The phase and amplitude characteristics of
the high-Q band-pass filters are shown in figure E-2.

The 3-decibel bandwidth of a particular filter is related to the center frequency

and the Q of the filter by the expression BW3dB = fcenter/Q'
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Amplitude
\
/
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T
l
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—

Frequency

Phase shift, deg
o

&
A
|

8

Figure E-2. - Amplitude and phase charac-
teristics of three parallel band-pass
filters. -

If it is assumed that the phase slope
through the band pass of the filter islinear,
then the change in phase as a function of
frequency is

T
éﬁz_i_z_£< Q
of WSdB f

>(rad/Hz)

center,

(E6)

The relative phase shift between the
upper and lower telemetry sideband fre-

quencies (fIF + fTM and fIF - fTM’ re-

spectively) and the i.f. center frequency

fIF is different for the case of the three

band-pass filters, as compared to the

single wideband filter which passes the entire signal spectrum. This is readily appar-
ent when comparing the phase characteristics shown in figure E-2 with the phase char-
acteristics of the normal wideband filter shown in figure E-3.

Telemetry modulation

Rl
L

Phase shift, deg
= &

IS
hesl

-90 -

Figure E-3. - Phase-shift characteristics
of a conventional wideband filter.

The output voltage of the filters g

and the filter phase characteristics shown

Frequency DIF

The phase difference between fIF -
fTM and fIF + fTM is zero for the par-
allel filter configuration as compared to a
value ODIF for the single wideband filter.

The exact value of ¢ is dependent upon

the phase slope of the wideband filter.
However, it will be shown that as long as
the phase characteristics of the paths for
the upper and lower telemetry sidebands
are the same, the relative phase shift be-
tween the paths is of no importance.

is determined from the input signal(eq. (E5))

in figure E-2.
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ey = A sin (w_t + ay5)cos [viv(tZIJO(BTM)'

+ A cos (wct + eDz)sin [viv(tZIJO(BTM)

+ A sin [viv(t):lJl( E:os (wct + @t * % + 9D3)

- cos (“’ct - Wt ¥ 5+ opy)

+ A cos [viv(t)]Jl(BTM)lz‘sin (wct +wpt * % + 9D3>

- sin (wct - Oyt F % + GDI)} (E7)

where ép1’ “po and épg are the phase shiftsthrough the three parallel paths shown

in figure E-1. These phase shifts are caused by the modulation signals and/or external
phase delays.

The phase shifts through the parallel paths can be written in terms of individual

filter parameters, using the relationship from equation (E6). Specifically, the phase
shift through the first path is

Q
_ 06 _ 7 1
6p1 = 9c1 " A = 6,1 - 3 fc_l(Afl) (E8)

where 6c1 = phase shift at the center frequency of the band-pass filter caused by ex-
ternal phase delays

Q1 = Q of the first filter

fcl = center frequency of the first filter (fc1 =f -f

c TM)

Af 17 difference between the instantaneous modulating frequency within the

filter passband and the center frequency of filter 1 (Af1 = fM - fcl)
Similarly, the phase shifts for the other paths can be written as follows

%

fa (Afz) (E9)

_ i
D2 = %2 " 2
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and
— (Af3) (E10)

By substituting equations (E8), (E9), and (E10) into equation (E7), the voltage at the
output of the filters can be written as follows.

- A sin |o t NEA W £ (1) 7
eg=Asin jw t+o,9 Efc—z o|CcOS I:va ):’ O(BTM)

c2

A sin [p £ (t)]J,(8 os |w t ts T —W%M
+ |:vv ] 1(Prm)C Mt T 3 O3 27,73

Q
i 7 1
- COS |EL)ct - OJTMt F 3 + ch - <‘§ fc—1>Af]J

+ A cos [viv(t)]Jl(BTM)
Q
. il T 1

- sin ‘}ct " OrMEFgtOey T <§ Q‘>Af1

Equation (E11) indicates that the amplitude and phase characteristics of only the first

and third band-pass filters (fc + fTM) affect the phase information on the first-order

telemetry-subcarrier sidebands. The phase effects caused by the upper and lower
sideband filters on the detected telemetry signal can be determined by passing the
summed output filter voltage (eq. (E11)) through a quadrature product phase detector.
The output of the phase detector epo can be determined by multiplying the summed

output filter voltage by a quadrature reference voltage e. where e.= ER cos wct.

T QZ .
+ A cos wt+o,y-|l35 Af,|sin [viv(t)]JO(BTM)

(E11)

After eliminating the double frequency terms, the phase detector output voltage can be
written as follows.

75



AEr
€po = —3 S
AE
+—=2 cos 0 o -
2 c2
AE
Out-of-phase
telemetry
components

)

In-phase + CcOS (wTMt *

telemetry 4
components |+ sin (wTMt +
+ COS (wTMt +

\
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+ g Sin vav(t)]Jl(BTM)

%)sin

T
+)CcOS

)

2

m\ ..
)sm

21

W

7TQ2

) st B )

AE_
+ —g—cos [B£ (t)]J1(Bry)

sin (w

cos (wTMt +

TMt +

T
—2'> COS

[902 B <% fc_2> Afz}cos I:viv(t)]JO (BTM)

E)cos - T
2 be3 " \Z T

(E12)




In order for the in-phase telemetry components to add and the out-of-phase com-
ponents to cancel in equation (E12), it is necessary for the phase contributions from
the upper and lower sideband filters (fc + fTM) to be equal. Therefore, when

Q Q
7 1 (w3
<§ — Afl =-l3 Aty (E13)
cl c3
the output telemetry voltage is
AEr .
EOTM = —5~ COS [viv(t)} 2J1(BTM)[sm (wTMt + i)cos n3
0s <cu t + ﬂ) i (E14)
*e ™ © 2/°'" “p3

which is the same éxpression that would be obtained when using a single wideband pre-
detection filter instead of the parallel composite filters. The phase conjugate condi-
tions are satisfied inthe paralleled filters because of the inherent negative sign between

Afl and Af3 (eqs. (E8) and (E10)). Thus, it has been shown that the telemetry signal

is not affected adversely by the composite parallel filters. These filters pass only the
first-order telemetry sidebands which then are inserted into an FM demodulator being
used for linear phase detection. The voice interference terms are eliminated in the
linear detection process of the FM demodulator (eq. (28)).

Use of Nonintegrated Frequency-Modulation Demodulator
Output for a Special Phase-Modulation [nput

The following discussion explains why an integrator was not used at the output of
an FM demodulator when it was used to demodulate PM information of the type in LM
modes 4 and 8 and CSM mode 8. This analysis is based on two premises which are
unique to the MSFN demodulation scheme. One premise is that the baseband voice for
these modes is demodulated in the MSFN narrowband CTL rather than in the wideband
phase detector where the telemetry subcarrier is demodulated. (Baseband voice also
may be demodulated in the wideband phase detector; however, this is not the opera-
tional method in use at the MSFN ground stations.) The second premise is that the
phase transitions, caused by the NRZ telemetry bit stream biphase-modulating the
telemetry subcarrier, occur at the zero crossings of the subcarrier waveform.
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‘With these two features in mind, a

comparison of the demodulated output of p Phase detector Loop filter VoS Integrator Vo1S)
an FM demodulator with and without an in- i K f. FS) Fo Fr(S) !
tegrator will illustrate that there is no do Veo 9, 0,
need to use an integrator to recover the 0 /K

PM telemetry information. A comparison
is made of the nonintegrated output V
. . FO Figure E-4. - Linear representation of a
to the integrated output Vi (fig. E-4). The PLL frequency-modulation demodulator
notation used in figure E-4 is defined in followed by an integrator.

the section entitled Linear Detection
Using Frequency-Modulation Demodula-
tion Techniques, except for FI(S) which

R
is the transfer function of the simple RC
integrator represented in figure E-5.
Thus, FI(S) may be expressed as
VeolS) L e
F/(S) = M A U WA T
'’ " vV_.(S) " RC 1) "I{S +w

Figure E-5. - Simple resistive-capacitive
(E15) integrator.

where Wy is the radian cut-off frequency of the integrator. For Wy << jw

F(S) & w1<é> (E16)
where S 2 jw. Now
VI(S) = VFO(S)FI(S) (E17)
where V(S) is defined as
L2
Vo) = [So4]] <K_i> 5 n . (E18)

S” +28w S +w
n n
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Therefore

= [o.(8)] [ wlwnz 19
V) = Joyl ﬂ(k‘) 2 3 (E19)

v/ \S™ +2lw S +w
n n

A comparison of VFO(S) and VI(S) indicates that the only difference in the two ex-

pressions (besides the factor w, in the integrated expression)appears in the bracketed

1
term, whereby the telemetry-signal phase-modulation term ei(S) is operated upon by

the differential operator S in the nonintegrated expression. In the time domain, the
two bracketed expressions are

6i(t) = B (t) + By, sin EUTMt + m(t)(%i' (E20)

and

e'i(t) = vi",(t) + ’BTM l:% m'(t) + le\/ﬂ cos E'UTMt + m(t)(%)jl (E21)

where the prime notation indicates differentiation, m(t) = +1 (a switching function),
and m'(t) = + 6(t) (the delta or impulse function). The other notations are defined in
the section Linear Detection Using Frequency-Modulation Demodulation Techniques,
where ei(t) is the input modulation expression consisting of a voice term viv(t) and

a telemetry term 2 sin [ t + m(t) (7/2)]. From figure E-4, it can be seen that

T™ “r™
e'i(t) is the FM demodulator output expression for the demodulated phase angle con-
taining voice and telemetry information. The desired expression at the output is ei(t),
the original modulation, which is obtained by integrating e'i(t). However, by investi-
gating equation (E21), it can be shown that e'i(t) is sufficient for demodulation of the
telemetry wave train without integration. First, notice that the term vi",(t) will be

filtered out by a band-pass filter preceding the telemetry-subcarrier demodulator
(fig. 1). Since one of the premises of this analysis disclosed that baseband voice is
demodulated elsewhere in the MSFN ground-station receiver, the differentiated con-
dition of this term is of no concern. The second term of e'i(t) can be shown to repre-

sent the original telemetry-modulation term BTM sin [ wTMt + m(t) (7/2)], shifted

90° in phase. This phase shift is a result of the second unique premise, whereby the
phase transitions caused by the bit-stream biphase modulation of the telemetry sub-
carrier occur only at the zero crossings of the subcarrier waveform. This result is
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illustrated in figure E-6, in which the telemetry modulation term of e'i(t), that is,
A 3 -
BTM[ (m/2)m'(t) + wTM] cos [ Wt * m(t) (7/2)], is developed to represent a com

posite waveform. The development of figure E-6 is seen more easily by rewriting the
modulation term as

gBTM cos [wTMt + m(t) %:I; 3(%)m'(t)
(E22)

where the terms within each set of braces,
reading from left to right, correspond re-
spectively to the waveforms designated as
A, B, and D in figure E~-6. The compos- A

ite differentiated telemetry waveform E i

is constructed by multiplying waveforms 0

A and B, thus resulting in waveform C. B U v U V W U U
B

Waveform C is nonexistent since wave- w2

form B exists only at the phase transitions, 0 ) |

and the phase transitions occur only when ‘
the telemetry waveform A is zero (that is, -2
at zero crossings). Waveform C is added
to waveform D, which results in waveform
E (fig. E-6). According to the second
premise, equation (E21) is accurately

represented b e ;\ /\ [\ {\ n [‘
’ W AAPAVVWW

E =

(30 + @y c0s [yt + mlt)(3) Wﬂ/\ nNANL

VUVWVV

Time

Phase
<o

Bime 1y

7
BTMwTM cos |EUTMt + m(t)(iﬂ_
Figure E-6. - Demodulated telemetry

(E23) waveform.

Thus, in regard to the telemetry terms of the expressions for ai(t) and e'i(t), the only

difference (except in amplitude) between the integrated and nonintegrated expressions
is a 90° phase shift of the entire nonintegrated expression. Such a shift is of no con-
sequence to proper detection of the telemetry bit stream. Therefore, an integrated
output is not necessary to demodulate properly PM telemetry information with an FM
demodulator for the Apollo baseband voice modes (LM modes 4 and 8 and CSM mode 8).
This analysis assumes ideal conditions, that is, a linear PLL FM demodulator and an
instantaneous transition time. A noninstantaneous transition, even when the PLL is
operating linearly, will cause waveform C (fig. E-6) to have some type of discrete
waveform over each transition time, which will result in amplitude bursts of the com-
posite waveform in E, for each respective transition time. However, experimental
results have shown these to be negligible or nonexistent.
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APPENDIX F

NARROWBAND FILTER CONSTRUCTION

Two sets of narrowband filters were constructed for this study. One set was de-
signed for operation with the S-band receiver 50-megahertz i.f. channels; whereas,
the other set was designed for operation with the receiver 10-megahertz i.f. channels.
The 50-megahertz i.f. filters consisted of three helical resonators. The 10-megahertz
i.f. filters consisted of three quartz crystals. These two types of filters were se-
lected because of their wide usage as predetection (band pass) narrowband filters and
because high-Q filters are not readily attainable with standard resistive-inductive-
capacitive (RLC) circuit components.

Both sets of filters (crystals and resonators) consist of three separate filters in
parallel, forming a composite filter with three passbands; one passband is centered at
the i.f., one passband is centered at a frequency equal to the i.f. plus 1.024 mega-
hertz (the telemetry-subcarrier frequency), and one passband is centered at a fre-
quency equal to the i.f. minus 1. 024 megahertz. Therefore, the composite crystal
filter in the 10-megahertz i.f. contains passbands centered at 8.976, 10, and
11. 024 megahertz. Likewise, the composite resonator filter contains passbands cen-
tered at 48.976, 50, and 51. 024 megahertz. Both composite filters are illustrated in

figure F-1.

= =

= 2

g g

<C <C

8.976 10. 000 11,024 48.976 50. 000 51.024
Frequency, MHz Frequency, MHz
(a) Composite crystal filter, (p) Composite resonator filter,

10-megahertz intermediate 50-megahertz intermediate
frequency. frequency.

Figure F-1. - Amplitude characteristics of parallel band-pass filters.

Crystal Filter Construction

The basic circuit schematic diagram Input
and the equivalent circuit for one of the (500
crystal filters are illustrated infigure F-2.

The equivalent circuit of the crystal
and its holder is represented by the in-
ductor L, the capacitors C and Ch

(a) Basic circuit.

Figure F-2. - Crystal filter configuration.
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(representing the crystal capacitance and _r‘ﬂ’n‘\_i —AAA-
the holder capacitance, respectively), and L Ic R
the resistor R (fig. F-2(b)). The im- I B
pedance of the crystal and holder (ref. 6) 1ic,
is determined to be et |1>
ANA, -€
1 1 - R : ’
<Sch) <R+SL +S_C) e? P '
L jr
Zc R + SL +—l—+—1- (F1 e,
S h SC
&

(b) Approximate equivalent circuit.

The voltage transfer function eo/e for the Figure F-2. - Concluded.

entire filter circuit (fig. F-2(b))is given by

E (Zb B Zc) Ry, (F2)
e (Zb+ZC)RL+ZbZc
where 27 ——1
- “b~ SC
b
2 R) 1
, .1 |5 +($) s+
¢ SC 2 R) 1
h S +(f S+———-LC
e
o _C+Ch
e CCh
I
L R1+R2

Equation (F2) is expanded further to give

SD<S2+w S+w2>
1 q

Ss+w Sz+w 2S-)-w
e n

(F3)

€0
e

Cc
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D

when the holder capacitance Ch

Ch+Cb

function becomes

equals the balance capacitance Cb’ the transfer

(F4)
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by o et

where w 2__1 E‘

h ~ 2LC !

h

T3 = ZRLCh

w - 1l,1

4 T1 T3 W;

;

wz—w21+——2ch+R g-

m " h C f{z J{!

iy

2

b 3_h !
g RLC

The denominator of equation (F4) will normally have a pair of complex conjugate poles
near the jw axis and a pole along the negative real axis. If the frequency is increased
along the positive jw axis, a maximum value of the function in equation (F4) occurs
near the complex conjugate pole in this region. At higher frequencies, the function de-
creases monotonically; at lower frequencies, the function decreases toward the zero
given by the numerator of equation (F4). Therefore, a suitable transfer characteristic
for a band-pass filter is achieved by using a crystal when the balance capacitance Cb
(fig. F-2) equals the crystal holder capacitance C,-

Each of the three crystal filters was constructed according to figure F-2(a). The
input transformer matches the filter input to a 50-ohm source and provides balanced
voltage sources to the filter. The transformer is a carbonyl iron-powder-core toroid
with an outer diameter of approximately 0. 31 inch, an inner diameter of approximately
0. 156 inch, and a height of approximately 0.125 inch. The balancing capacitor Cb
ranges from 2 to 25 picofarads and was
used to adjust the center frequency of each

pass-band. Load resistors R, and R2 36:18 3084

were adjusted to provide a 50-ohm output 0
impedance. By increasing or decreasing
values of Rl’ the 3-decibel bandwidth of

the filter is correspondingly increased or _ T 3618

210 25 pF

3900 505
0 Vv AAAY; —
Output

decreased.

Input

The composite crystal filter consists

of three paralleled filters, as shown in 210 25 pF

figure F-3. The corresponding composite 36:18 6424

amplitude- and phase-response measure- | 0
ments presented in figure 29 indicate that 1
each filter has a 3-decibel bandwidth of

approximately 7.5 kilohertz, which corre- 210 25 pF
sponds to a Q that is greater than 1300,

Figure F-3. - Composite crystal filter.
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The insertion loss for the composite crystal filter is approximately 45 decibels as com-
pared to an insertion loss of 27 decibels for the composite helical resonator filter.

Helical Resonator Construction

i The helical resonator filters are constructed according to the design theory con-
tained in references 7 and 8. Three resonators, centered at 48.976, 50, and 51. 024 mega-
! hertz, are used to provide the composite filter passbands illustrated in figure F-1. The
resonators are constructed of brass; each cavity has an inner diameter of 2. 83 inches,
an outer diameter of 3.0 inches, and a height of approximately 7.0 inches (fig. F-4).
% The brass helix for the 50-megahertz resonator consists of a 0. 1875-inch-diameter
i brass stock wound into a 17-turn coil that is 4. 88 inches in length, 1.575 inches outer
diameter, and has a pitch of 0. 287 inch (fig. F-5). The 48.976- and 51. 024-megahertz
- - helices are similar in that they have 17 turns and 16 turns, respectively. The bottom
of the helix (fig. F-6) is threaded to be screwed into the resonator base. Because
mechanical vibration of the helix is a serious problem, a Teflon form was fitted tightly
i within the helix to provide additional support.

L3125 0. ——2.984.n. - 5Nt ————4.88 in. (17 turns) ———
i } l_ - .5in,
‘ . [ 075in.
! g
} ™~ = —2. . ]} .
, ) 830 0By 1.575 in.
— ? g 0000EN outer
! [ K diameter
1875in, /
: | R 10-32 MF .1875 in. brass
- ——2.830 in. — . 281 in.——] L

< . .
‘ S Figure F-5. - Helix §O—megahertz
‘. ~ 17-turn coil. -
|
i i _+0,000 in,
| : 28290 4 001 in.
. 875 .
( Sﬁ_ ! |\« 25-in. radius/] - 25in.
,= .251in = 5
1

. }—] = <
: “~Tap 10-32 MF
| ’ L——3 in. ] | —3in. _1

Figure F-4. - Circular resonator cavity Figure F-6. - Bottom for cavity.
; (brass material).
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The top plate of the cavity is illustrated in figure F-7. A hollow brass tuning rod
enters the cavity through the assembly in the center of the top plate. The center fre-
quency of the cavity is adjusted by raising or lowering the tuning rod. The tuning rod
(fig. F-8) provides a tunable frequency range from 0.5 to 1.5 megahertz for each
resonator. There is a Teflon spacer between the threaded brass rod and the hollow
brass rod which is the actual tuning device. The Teflon spacer provides electrical

isolation for the hollow tuning rod within the cavity.

Electrical connections are made to the resonant cavity through two thin-walled
coaxial stainless-steel transmission lines. These lines are designed to have a charac-
teristic impedance of 50 ohms. The coupling to the cavity is varied by raising and
lowering the input and output probes inside the cavity. These input and output probes
are made of brass rods inserted inside Teflon-insulated, threaded brass tubes, with
BNC connectors at the top for use with BNC connector coaxial cables (fig. F-9). The
brass tubes screw into the threaded
mountings on the top plate of the cavity

(fig. F-8).
—~| — .251n.
L5in.
_--1.0=in. drill _‘
. g -- .441-in. outer diameter
2.15 in. = (28 threads/in.)
2.125-i ZSJ'?;
125-in. 7 451N, = S R
diameter--" ] - 632 M
%_I—
Note: 28 threads/in. th ”E { .0625 in.
for all threads ’M .2? in, # 2.0in. | .5-in. Teflon rod
1.25 in. | RI=ES
LOin b 125, sin—
. 3.0 in. . _.-?6-32 thread
ifver in.
TR I S
50|d9r\\ . % n. 7 S --Thin solid brass
\ o7 in, —
11 F.Mlin.
L125in. N ' | | _----- .5-in. brass
!Q!EA' | ]%E .25in.] - L5in, or copper tubing
::‘— . .5in. }
} ] ! __.--Thin solid brass

: H—
RN o o | I i N L_
' 5 in.

3,250 in,
Figure F-7. - Fixed top plate of cavity Figure F-8. - Tuning slug and
(brass material). isolation rod.
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The studies of the effects of input and output probe lengths resulted in the infor-
mation presented in figure F-10, which shows the effects on center frequency and band-
width as a function of probe length From these data, a probe length of 33 millimeters

was chosen for each of the filters.

BNC connector._

Teffon insulator in BNC r
connector -hore out !
captivating washer (tee} :
4

Silver rL
. solder----==""7"" N
~ Detail A

1
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An operational helical resonator{ilter
is shown in figure F-11. Then, the three
resonators are connected in parallel by
using isolation transformers at both the
input and output terminals. The insertion
loss for each of the three resonators is
approximately 28 decibels, including the
losses in the isolation transformers. The
amplitude and phase responses of the com-
posite filter are presented in figure F-12.
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